
It’s a tough world. And tough environments 
are no place for weak switchgear. For years, 
commercial and industrial sites Australia wide 
have relied on Clipsal’s 56 Series starters to 
survive in conditions that would turn other 
products to shards of plastic. 

Having now undergone a redesign, the 
56DOL9 starter is even better than ever. 
The internal components have been 
completely replaced with Telemecanique 
contactors and overloads, a globally 
recognised brand renowned for quality and 
reliability in automation and control. 
Tough, safe, UV resistant and IP66 rated, 
these starters leave the competition on the 
scrap heap.

you can rely on
For Starters...

56 DOL9
Direct On-Line Motor Starter
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You can fi nd this brochure and many others 
online in PDF format at: clipsal.com
Follow the links off the home page or access 
the following page directly: 
clipsal.com/wat_lib_pdf.cfm

Clipsal Australia Pty Ltd reserves the right to change 
specifi cations, modify designs and dis con tin ue items 
without incurring obligation and whilst every effort is 
made to ensure that descriptions, specifi cations and 
other in for ma tion in this catalogue are correct, no 
warranty is given in respect thereof and the
company shall not be liable for any error therein.
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56 DOL9 Starters
     Series2

• ample wiring room

• IP66 rated

• impact, water, dust and 
UV resistant

• reliable 56 Series enclosure

• nine types complete with 
overload already fi tted

• renowned Telemecanique 
contactors and overloads

• available in UV resistant 
Light Grey and chemical 
resistant Orange.

Catalogue Number   Description

56DOL9/1 4kW, 9A AC3, 25A AC1, Supplied with LRD05 0.63-1.0A  Overload

56DOL9/1V6 4kW, 9A AC3, 25A AC1, Supplied with LRD06 1.0-1.6A  Overload

56DOL9/2V5 4kW, 9A AC3, 25A AC1, Supplied with LRD07 1.6-2.5A  Overload

56DOL9/4 4kW, 9A AC3, 25A AC1, Supplied with LRD08 2.5-4.0A  Overload

56DOL9/6 4kW, 9A AC3, 25A AC1, Supplied with LRD10 4.0-6.0A  Overload

56DOL9/8 4kW, 9A AC3, 25A AC1, Supplied with LRD12 5.5-8.0A  Overload

56DOL9/10 4kW, 9A AC3, 25A AC1, Supplied with LRD014 7.0-10.0A  Overload

56DOL12/1 5.5kW, 12A AC3, 25A AC1, Supplied with LRD16 9.0-13.0A Overload

56DOL16/1 7.5kW, 16A AC3, 25A AC1, Supplied with LRD21 12.0-18.0A Overload

LC1D09N7 Replacement contactor for 4kW Contactors and overloads 
are available through your 

Schneider distributor
LC1D12N7 Replacement contactor for 5.5kW

LC1D18N7 Replacement contactor for 7.5kW


