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Legal Information

The information provided in this document contains general descriptions, technical
characteristics and/or recommendations related to products/solutions.

This document is not intended as a substitute for a detailed study or operational and
site-specific development or schematic plan. It is not to be used for determining
suitability or reliability of the products/solutions for specific user applications. It is the
duty of any such user to perform or have any professional expert of its choice
(integrator, specifier or the like) perform the appropriate and comprehensive risk
analysis, evaluation and testing of the products/solutions with respect to the relevant
specific application or use thereof.

The Schneider Electric brand and any trademarks of Schneider Electric and its
subsidiaries referred to in this document are the property of Schneider Electric or its
subsidiaries. All other brands may be trademarks of their respective owner.

This document and its content are protected under applicable copyright laws and
provided for informative use only. No part of this document may be reproduced or
transmitted in any form or by any means (electronic, mechanical, photocopying,
recording, or otherwise), for any purpose, without the prior written permission of
Schneider Electric.

Schneider Electric does not grant any right or license for commercial use of the
document or its content, except for a non-exclusive and personal license to consult it
on an "as is" basis.

Electrical equipment should be installed, operated, serviced, and maintained only by
qualified personnel. No responsibility is assumed by Schneider Electric for any
consequences arising out of the use of this material.

Schneider Electric reserves the right to make changes or updates with respect to or in
the content of this document or the format thereof, at any time without notice.

To the extent permitted by applicable law, no responsibility or liability is
assumed by Schneider Electric and its subsidiaries for any errors or omissions
in the informational content of this document, as well as any non-intended use
or misuse of the content thereof.
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Safety Information

Safety Information

Important Information

Please Note

Read these instructions carefully, and look at the equipment to become familiar
with the device before trying to install, operate, service, or maintain it. The
following special messages may appear throughout this documentation or on the
equipment to warn of potential hazards or to call attention to information that
clarifies or simplifies a procedure.

The addition of this symbol to a “Danger” or “Warning” safety label indicates that an
electrical hazard exists which will result in personal injury if the instructions are not

followed.

This is the safety alert symbol. It is used to alert you to potential personal injury
hazards. Obey all safety messages that follow this symbol to avoid possible injury or
death.

A DANGER

DANGER indicates a hazardous situation which, if not avoided, will result in death or serious
injury.

A WARNING

WARNING indicates a hazardous situation which, if not avoided, could result in death or
serious injury.

A CAUTION

CAUTION indicates a hazardous situation which, if not avoided, could result in minor or
moderate injury.

NOTICE

NOTICE is used to address practices not related to physical injury.

Electrical equipment should be installed, operated, serviced, and maintained only
by qualified personnel. No responsibility is assumed by Schneider Electric for any
consequences arising out of the use of this material.

A qualified person is one who has skills and knowledge related to the construction
and operation of electrical equipment and its installation, and has received safety
training to recognize and avoid the hazards involved.

Before You Begin

Do not use this product on machinery lacking effective point-of-operation
guarding. Lack of effective point-of-operation guarding on a machine can result in
serious injury to the operator of that machine.

EIO0000004992.03
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AWARNING

UNGUARDED EQUIPMENT

» Do not use this software and related automation equipment on equipment
which does not have point-of-operation protection.

* Do not reach into machinery during operation.
Failure to follow these instructions can result in death, serious injury, or

equipment damage.

This automation equipment and related software is used to control a variety of
industrial processes. The type or model of automation equipment suitable for each
application will vary depending on factors such as the control function required,
degree of protection required, production methods, unusual conditions,
government regulations, etc. In some applications, more than one processor may
be required, as when backup redundancy is needed.

Only you, the user, machine builder or system integrator can be aware of all the
conditions and factors present during setup, operation, and maintenance of the
machine and, therefore, can determine the automation equipment and the related
safeties and interlocks which can be properly used. When selecting automation
and control equipment and related software for a particular application, you should
refer to the applicable local and national standards and regulations. The National
Safety Council's Accident Prevention Manual (nationally recognized in the United
States of America) also provides much useful information.

In some applications, such as packaging machinery, additional operator protection
such as point-of-operation guarding must be provided. This is necessary if the
operator's hands and other parts of the body are free to enter the pinch points or
other hazardous areas and serious injury can occur. Software products alone
cannot protect an operator from injury. For this reason the software cannot be
substituted for or take the place of point-of-operation protection.

Ensure that appropriate safeties and mechanical/electrical interlocks related to
point-of-operation protection have been installed and are operational before
placing the equipment into service. All interlocks and safeties related to point-of-
operation protection must be coordinated with the related automation equipment
and software programming.

NOTE: Coordination of safeties and mechanical/electrical interlocks for point-
of-operation protection is outside the scope of the Function Block Library,
System User Guide, or other implementation referenced in this
documentation.

Start-up and Test

Before using electrical control and automation equipment for regular operation
after installation, the system should be given a start-up test by qualified personnel
to verify correct operation of the equipment. It is important that arrangements for
such a check are made and that enough time is allowed to perform complete and
satisfactory testing.

AWARNING

EQUIPMENT OPERATION HAZARD
» Verify that all installation and set up procedures have been completed.

» Before operational tests are performed, remove all blocks or other temporary
holding means used for shipment from all component devices.

* Remove tools, meters, and debris from equipment.

Failure to follow these instructions can result in death, serious injury, or
equipment damage.

EIO0000004992.03
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Follow all start-up tests recommended in the equipment documentation. Store all
equipment documentation for future references.

Software testing must be done in both simulated and real environments.

Verify that the completed system is free from all short circuits and temporary
grounds that are not installed according to local regulations (according to the
National Electrical Code in the U.S.A, for instance). If high-potential voltage
testing is necessary, follow recommendations in equipment documentation to
prevent accidental equipment damage.

Before energizing equipment:
+ Remove tools, meters, and debris from equipment.
» Close the equipment enclosure door.
* Remove all temporary grounds from incoming power lines.
+ Perform all start-up tests recommended by the manufacturer.

Operation and Adjustments

The following precautions are from the NEMA Standards Publication ICS 7.1-
1995:

(In case of divergence or contradiction between any translation and the English
original, the original text in the English language will prevail.)

* Regardless of the care exercised in the design and manufacture of equipment
or in the selection and ratings of components, there are hazards that can be
encountered if such equipment is improperly operated.

+ |tis sometimes possible to misadjust the equipment and thus produce
unsatisfactory or unsafe operation. Always use the manufacturer’s
instructions as a guide for functional adjustments. Personnel who have
access to these adjustments should be familiar with the equipment
manufacturer’s instructions and the machinery used with the electrical
equipment.

* Only those operational adjustments required by the operator should be
accessible to the operator. Access to other controls should be restricted to
prevent unauthorized changes in operating characteristics.

EIO0000004992.03
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About the Document

Document Scope

Validity Note

This document describes how to update M580 and M580 Safety firmware using
EcoStruxure Automation Device Maintenance (EADM) software.

Both the update and downgrade procedures are maintenance operations that
change controller firmware. The controller must be in STOP or NO CONF state.

This document has been updated for the release of EcoStruxure Control Expert
16.4.

Product Related Information

AWARNING

LOSS OF CONTROL

* Perform a Failure Mode and Effects Analysis (FMEA), or equivalent risk
analysis, of your application, and apply preventive and detective controls
before implementation.

* Provide a fallback state for undesired control events or sequences.
* Provide separate or redundant control paths wherever required.
» Supply appropriate parameters, particularly for limits.

* Review the implications of transmission delays and take actions to mitigate
them.

* Review the implications of communication link interruptions and take actions
to mitigate them.

» Provide independent paths for control functions (for example, emergency
stop, over-limit conditions, and error conditions) according to your risk
assessment, and applicable codes and regulations.

* Apply local accident prevention and safety regulations and guidelines.?

» Test each implementation of a system for proper operation before placing it
into service.

Failure to follow these instructions can result in death, serious injury, or
equipment damage.

1 For additional information, refer to NEMA ICS 1.1 (latest edition), Safety
Guidelines for the Application, Installation, and Maintenance of Solid State Control
and to NEMA ICS 7.1 (latest edition), Safety Standards for Construction and
Guide for Selection, Installation and Operation of Adjustable-Speed Drive
Systems or their equivalent governing your particular location.

Interrupting the update procedure before it has completed will cause the
connection to be lost and can cause irreparable damage to the Modicon M580
controller.

EI00000004992.03
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NOTICE

INOPERABLE EQUIPMENT

During the transfer of the firmware file:
* Do not remove power from the Modicon M580 controller.
* Do not remove power from the PC.

+ Do not exit Unity Loader or the EcoStruxure Automation Device
Maintenance (EADM) software (depending on the procedure).

+ Do not disconnect the communication cable.
» Do not remove or insert the optional SD memory card.
Failure to follow these instructions can result in equipment damage.

General Cybersecurity Information

In recent years, the growing number of networked machines and production plants
has seen a corresponding increase in the potential for cyber threats, such as
unauthorized access, data breaches, and operational disruptions. You must,
therefore, consider all possible cybersecurity measures to help protect assets and
systems against such threats.

To help keep your Schneider Electric products secure and protected, it is in your
best interest to implement the cybersecurity best practices as described in the
Cybersecurity Best Practices document.

Schneider Electric provides additional information and assistance:
» Subscribe to the Schneider Electric security newsletter.
+ Visit the Cybersecurity Support Portal web page to:
o Find Security Notifications.
o Report vulnerabilities and incidents.

» Visit the Schneider Electric Cybersecurity and Data Protection Posture web
page to:

o Access the cybersecurity posture.
o Learn more about cybersecurity in the cybersecurity academy.
o Explore the cybersecurity services from Schneider Electric.

Related Documents

Title of documentation Reference number

Modicon M580, Hardware, Reference Manual EIO00000001578 (English), EIO0000001579
(French), EIO0000001580 (German),
EIO0000001582 (ltalian), EIO0000001581
(Spanish), EIO0000001583 (Chinese)

Modicon M580 Standalone, System Planning HRB62666 (English), HRB65318 (French),
Guide for Frequently Used Architectures HRB65319 (German), HRB65320 (lItalian),

HRB65321 (Spanish), HRB65322 (Chinese)

EI00000004992.03
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Title of documentation Reference number

Modicon M580 Hot Standby, System Planning NHA58880 (English), NHA58881 (French),
Guide for Frequently Used Architectures NHA58882 (German), NHA58883 (Italian),
NHA58884 (Spanish), NHA58885 (Chinese)

EcoStruxure Automation Device Maintenance, EIO0000004033 (ENG)
Firmware Upgrade Tool, Online Help EIO0000004050 (CHS)
EI00000004048 (FRE)
EIO0000004046 (GER)
EI00000004049 (ITA)
EIO0000005090 (POR-BRA)
EIO0000004047 (SPA)
EIO0000005089 (TUR)

Information on Non-Inclusive or Insensitive Terminology

As a responsible, inclusive company, Schneider Electric is constantly updating its
communications and products that contain non-inclusive or insensitive
terminology. However, despite these efforts, our content may still contain terms
that are deemed inappropriate by some customers.

Terminology Derived from Standards

The technical terms, terminology, symbols and the corresponding descriptions in
the information contained herein, or that appear in or on the products themselves,
are generally derived from the terms or definitions of international standards.

In the area of functional safety systems, drives and general automation, this may
include, but is not limited to, terms such as safety, safety function, safe state, fault,
fault reset, malfunction, failure, error, error message, dangerous, etc.

Among others, these standards include:

Standard Description
IEC 61131-2:2007 Programmable controllers, part 2: Equipment requirements and tests.
1ISO 13849-1:2023 Safety of machinery: Safety related parts of control systems.

General principles for design.

EN 61496-1:2020 Safety of machinery: Electro-sensitive protective equipment.

Part 1: General requirements and tests.

1ISO 12100:2010 Safety of machinery - General principles for design - Risk assessment
and risk reduction

EN 60204-1:2006 Safety of machinery - Electrical equipment of machines - Part 1: General
requirements

1ISO 14119:2013 Safety of machinery - Interlocking devices associated with guards -
Principles for design and selection

1ISO 13850:2015 Safety of machinery - Emergency stop - Principles for design

IEC 62061:2021 Safety of machinery - Functional safety of safety-related electrical,

electronic, and electronic programmable control systems

IEC 61508-1:2010 Functional safety of electrical/electronic/programmable electronic safety-
related systems: General requirements.

IEC 61508-2:2010 Functional safety of electrical/electronic/programmable electronic safety-
related systems: Requirements for electrical/electronic/programmable
electronic safety-related systems.

IEC 61508-3:2010 Functional safety of electrical/electronic/programmable electronic safety-
related systems: Software requirements.

IEC 61784-3:2021 Industrial communication networks - Profiles - Part 3: Functional safety
fieldbuses - General rules and profile definitions.

EI00000004992.03 9
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Standard

Description

2006/42/EC

Machinery Directive

2014/30/EU

Electromagnetic Compatibility Directive

2014/35/EU

Low Voltage Directive

In addition, terms used in the present document may tangentially be used as they
are derived from other standards such as:

Standard

Description

IEC 60034 series

Rotating electrical machines

IEC 61800 series

Adjustable speed electrical power drive systems

IEC 61158 series

Digital data communications for measurement and control — Fieldbus for
use in industrial control systems

IEC 62443 series

Security for industrial automation and control systems

Finally, the term zone of operation may be used in conjunction with the description
of specific hazards, and is defined as it is for a hazard zone or danger zone in the
Machinery Directive (2006/42/EC) and ISO 12100:2010.

NOTE: The aforementioned standards may or may not apply to the specific
products cited in the present documentation. For more information concerning
the individual standards applicable to the products described herein, see the
characteristics tables for those product references.

10
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Modicon M580 Controller Update Procedures

This chapter describe how to update the firmware of an M580 controller.

Depending on the initial version and the targeted version of the controller, the
procedure is different. A new boot loader was introduced at version 4.x. Thus, the
procedures to update from an earlier version (V3.30 or earlier) to version V4.x, or
to downgrade from a V4.x version to an earlier version, require specific
procedures.

NOTE: The BMENUAO100 OPC UA module, operating as a gateway, also
supports the transfer of firmware to an M580 controller using the IP address of
the BMENUAO100 module (as router). Refer to Hierarchical Network with
BMENUAO100 as Control Network Gateway for Hot Standby and Standalone
Controllers in the Modicon M580, BMENUAO0100 OPC UA Embedded Module,
Installation and Configuration Guide for detailed information about the
BMENUAO0100 gateway.

EI00000004992.03
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Firmware Update Between Versions Inferior/Equal to v3.x

Firmware Update Between Versions Inferior/[Equal to

v3.X

Introduction

This procedure uses EcoStruxure Automation Device Maintenance software tool
v.3.3.142 or later and an FTP connection to update the firmware of a Modicon
M580 controller from a version earlier than v3.30 to another version earlier than or
equal to v3.30.

EcoStruxure Automation Device Maintenance and instructions for using it are
available on the Schneider Electric website at the following URL:

https://www.se.com/ww/en/download/document/EADM/

Preliminary Tasks

» Configure your firewall to allow PC-to-controller communications.
+ Download the target Modicon M580 firmware file from:

https://www.se.com/ww/en/product-range/62098-modicon-m580/#software-
and-firmware

» Confirm you can ping the Modicon M580 controller:

o Through the service port at IP address configured in the application, or its
default IP address 10.10.MAC5.MACS.

NOTE: A MAC address is written in hexadecimal format and an IP
address is written in decimal format. Convert the MAC address to
decimal. For example: If the MAC address is 00:00:54:61:f3:ba, the
default IP address is 10.10.243.186.

o Orthrough the USB port at IP address: 90.0.0.1.

The Modicon M580 controller acknowledges the ping if it is correctly
configured on the same network.

NOTE: When you update your Modicon M580, it is important that you are in
front of the equipment to monitor the progress of the update or, at a minimum,
have a contact or other means of observing and reporting the state of the
application before attempting the update.

Procedure
1. Perform this update using either one of the following ports of the Modicon
M580 controller:
+ USB port.
» Ethernet service port (Port 1, connecting the PC directly to the service
port).
2. Open EcoStruxure Automation Device Maintenance.
12 EIO0000004992.03
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3. Navigate to Settings > Global > Package Settings, click the ellipsis (...).
Then:

» In the selection dialog box, select the target firmware file and click OK.
» Back in the Package Settings dialog box, click Apply.

United
EcoStruxure™ Automation Device Maintenance

- e x
@ 0 Errors 0 Wamings  Discovery: Manual ¥ 1 Vlewslalus
Dogye BOe

DEVICE LIST

@ Add B Connect ) Disconnect Update Center Read Device Information Hide Dispose
O | staws | DeviceName Service Endpoint Firmware Version EcvCo Mode Update Info Extensions Actions Ja
Commercial Reference Serial Number
]
Settings x &

' Global 3| Package Settings
' Discovery Local Repository [include Subfolders
DPws Ci\Users\sesa521823\Deskiop\Data Packages (=]
Modbus TCP
Communication Remote Repository ["JEnable Remote Repository
Package Settings htpsy/fw.dad.se.com/
" Security

Certificate Management
PKI
Syslog

Logs

Language

Group

]
Export location

A 0 Warigs

Date Source @ Reset Ok

Save Clear

Cancel Apply

Summary Update Export  Cancel

EI00000004992.03



Controller Firmware Firmware Update Between Versions Inferior/Equal to v3.x

4. In DEVICE/LOADING, click the +Add icon ({_BI s ), then:
+ Select Catalog

Add Device x

Select your preferred way of adding devices.

Catalog
Add a device to your project by selecting it from the provided catalog.

[—J Scan Network
7=~ Initiate a comprehensive scan of the Ethernet network to detect and identify
connected devices.

5 of a device to which you are connected

£7] Close

*  Type “bme” in the search bar and select BME***
» Select your Connection mode:
o For Ethernet, enter the controller IP address.
o For USB, select USB.
NOTE: Port 21 is selected by default.

Add Device x

Search Commercial Reference Connection:*
BME x FTP
Commercial Reference:* _Juss
IP Address:*
192.168.10.50 X
BME*** (modernized)
BME H58 2040
BMEHS5820408
BME H58 20405
BME H58 4040
BME H58 40408
BMEHS840405
Mote: mm?ernizpd_: supports secure mmmurticalion.l . Add 2 Cancel
For more information, refer to the Schneider Electng Product Catalpg

« Click Add Device.

14 EI00000004992.03
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NOTE: You can select several devices and update these devices
simultaneously.

The new device appears in the DEVICE Default Group.

Device status is YELLOW, indicating that the device is reachable on the
network.

NOTE: If the status is not YELLOW, consult the EcoStruxure
Automation Device Maintenance, Firmware Upgrade Tool, Online

BME*"* ftp://192.168.2.101:21 Current: - Current: - A |
CR: BME™ She Target - Target: - ) B - =

5. Click the Set Credentials icon (8\) and enter the Firmware Password and
the Application Password, then click Save and Connect.

_\ @ @ 0 @ 0 Erors 0Wamings  Discoveryy Manual ~ 1) Viewstatus Settings -
T @ add nne LT t e Cente e . i
Status z:::;:iumm :r’:”a“:i':::m Fitmware Version Security Canfiguration Version  Mode Update Info Edensions Actions o
Device Default Group (1) . N
0 e — - : : LB oo &
Device Name: BME**
Authentication Type: Custom
Firmware Passward: <
Application Password: °
Data Storage Password: @
o o
Date Source Description
Summary
The device Status indicator turns green; the PC is now connected to the
controller.
NOTE: The Connect / Disconnect command is located to the right of the
Set Credentials icon ( 8\ ).

EI00000004992.03 15
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o

6. Click the Update Center icon ( ); then click Firmware

re™ Automation Device Maintenance

i
- e x
3 @ 0Erors OWamings  Discovery: Manual ~ T Viewstatus Settings
5 E@e
DEVICE LIST @'a3d] @ Connect W Disconnect pdate Center  © Read Device Information Hide
Device Name Service Endpoint - - . - o - n
S| ommercial Reference Serial Number Firmware Version Security Configuration Version  Mode Update Info Extensions Actions s
Device Default Group (1) . &
g e :::E ::Ea:g:%m p://192.168.2.10121 Current: 03201R 15 Current: Not Supported X I a : — N .
Update Center - PC to Device x 3
Please select the type of content you want to update!
3 Firmware @ security £ Reset
Date Source Description

@  2024-02-12103759  Unity Loader Extension

- GetDe sl
@ 2024.02.121037:57  BME*** (ftp/192 168 2101:21) Connect successful

7. The firmware instances previously selected that are compatible are
displayed. Select the desired version then click Save.

Ui
EcoStruxure™ Automation Device Maintenance ® s . o . - & X
N rrors. Wamings  Ducovery,  Manual ™~ iew status | Settings
DB BE0e
DEVICE / LOADING

DEVICE LIST

@ add

nnect 1, Update Center & Read Device Information Hid e
- Device Name Service Endpoint - Security Co... = )
Sas | erence e Firmware Version. Mode Update Info Extensions Actions A
] Device Default Group (1) B 2
BME Hs8 6040 . . =
o ® croemensssnio Firmware x %9 LB e B o= !
Please select the fimiware version for selected device(s} to update.
Device Current Target Select Version Description
CR: BME H5B 6040 e} - Ignore
E 03201R15  BMEHSE6040_FW 5V03.20 =]

o

Summary pdate Export Cancel

8. Verify that your PC is connected to the correct controller and that the process
is operating in maintenance mode.

EI00000004992.03
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9. Click the checkbox on the left of your screen to select the controller that you
want to update, then click Update.

OWamings  Discoven: Manual ¥ 1) Viewstatus | (O Setfings

DEVICE / LOADING

EVICE LI @ Add T ect W] Disconnect .1, Update Center O Read Device Information & Hide T3 Dispose
Device Name Service Endpoint .
= Status (e o Sarial Number Firmware Version Security Configuration Version  Mode Update Info Extensions Actions
Device Default Group (1) Update Confirmation x . ¢
BMEHS586040 A f B b .
. CR: BMEHEE6040 om_h_'__, 3 8 L B v B o=
Please select the type of content you want to update!
The current version of De anly ts one type of content per update operation.

e

— e

EI00000004992.03
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10.In the Update Confirmation dialog box, review the messages:

Untatec

EcoStruxure™ Automation Device Maintenance ® oc G o> e E R
rrors arnings ettings

Dog- & ® @ -

DATA PACKAGE

DEVICE LIST @® Add Connect  ®}) Disconnect 1, Update Center 5 Read Device Information & Hide  {J Dispose
Device Name Service Endpoint Firmware Version Security Configuration Version  Application Program Version o
SEUS Commercial Reference Serial Number Taraet Versio: Taraet Version Taraet Versio Lk LAt Actions
Device Default Group (1) Update Confirmation . &
BME P58 5040 ftp//1 o
[ ] i ®f 0 B8 b '
CR: BME P58 5040 SN @ selecta Category @ Prerequisite @ Review the Selection @ confirmation one LB *

Please read carefully the instruction below and confirm the update.

upgrade process.

Continue with upgrade only, after having verified that the older firmware version supports all functions
needed in your application and is compatible with your device hardware version.

Ensure the availability of dependent installation packages. These packages should be accessible either
U Aboungrde 0 Show online or from a local repository.

Device will go into reboot multiple times during the process, make sure power to the device and PCs
hosting tool is not interrupted during the entire process. Do not exit the tool, do not disconnect the
communication cable and do not remove or insert the optional memory extension (e.g., SD card etc).

Update Summary

T Upgrade: 1 Show

Skipped: 0 Show

Total devices: 1 « During the upgrade procedure, device(s) may generate new certificates, these will be automatically trusted
by the tool. To prevent IP address conflicts, ensure that no other device(s) will take the IP address of the
rebooting device.

Update Warnings Failure to follow these instructions can result in death, serious injury or equipment damage.

Unverified: 0 Show

NOTICE

DAMAGED DEVICES

- update process is running because the interruption of the process can damage the device.
0 Errors

Date Source 1

Save Clear

Failure to follow these instructions can result in equipment damage.

©  2024-06-18150628 BME P58 5040 (ftp//192.168.1050:21) ¢

(] Back Confirm Cancel
©  2024-06-181506:09 Automation Device Maintenance i

If you agree, click Confirm.

Result: The update begins, do not disconnect the controller and do not turn
off your computer.

During the update, a Loading screen is displayed.

. - e x
o o @ 0o 0 Warnings overy: Marw: View status | Settings
2oe
@A D Cor B Disc - - Raad Device Information " .
Device Name Service Endpoint Security Co..
= Suts | o | Ref Serial Number Firmwara Varsion Modle Update Info Extansions Acbons.
B Device Default Group (1} . B

) Loaging (] &

Logs @ x

m 3 Save Clear
Date Description

@ 2024-0212113341  BMEHEE 6040 (RpA192 1682101 211 Flashing fiem 1 of 2 10 channel 10, index 0, 556000 of 3486128 bytes transferred [15%)

O 2024-0212113340 BME H58 6040 (fp#192 1682101 21)  Flashing item 1 of 2 to chanviel 10, index 0. 503000 of 3486128 bytes transferred {14%)

O 2024-0212113339  BMEHS8 6040 (Rp192 1682 101°21)  Flashing item 1 of 2 1o chaniel 10, index 0, 450000 of 3486128 bytes ransferred {12%)

@ 2020212113338 BMEHEB 6040 (fp#192 1682101 28] Flashing frem 1 of 2 1o channel 10, index 0. 398000 of 3436128 bytes transferred [11%)

©  20240212113337 BMEHEB 6040 (fp#192 1682 10121)  Flaching fem 1 of 2 10 ensnael 10, index 0, 345000 of 3486128 bytes wansferred [3%)

@ 2024.02-12113336 BME H5B 6040 (Rpof192 1682 101:21)  Flashing item 1 of 2 to channel 10, index 0, 292000 of 3486128 bytes transferred [B%)

©  2024-0212113335 BMEHEE 6040 (RpA192168.2101:21)  Flashing ftem 1 of 2 19 channiel 10, index 0, 239000 of 3486128 bytes transferred 6%)

L

Summary pda
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11. When the update is finished and the selected firmware installed, you will see
a screen like this:

Lo @ o Erors OWamings  Discovery: Manual 1) View status | Settings -

D @ Add 7 Connect W) Disconnect L UpdateCenter < Read Device Information 4 Hide T Dispose
‘ B s | Doetime S Remueare Version I Mode Update Info. Etensions Actions o
Bl Device Default Group (1 -] 3

Date Source Description

©  202402-12113606 BMEHSE 6040 (Rp#192 1682 101:21)  Downisad and installation finished
@ 2024.02.12 113603 BME HS2 6040 [Rp:H192 168.2 10121]  Frmwars upgraded sucesssfully

@ 2024-02-12113535 BMEHS8 6040 (Rp192168.2100:21)  Wating for PLC ready

0@ 2024012113534 BMEH586040 (Rp#192168.2 101:21)  Flash upgrade completed for channel 10, index 5

O 202402-12113526 BMEH58 6040 (Rpr192168.210121)  Flashing item 2 of 2 to channel 10, index 5. 1059696 of 1059696 bytes transferred (100%)
0@ 202402-12113525 BMEHS86040 (Rp#192 1682 101:21)  Rashingitem 2 of 2 to channel 10, index 5. 1047000 of 1059696 bytes transferred (38%)
©  202402-12113524 BMEHS26040 (fp¥192 1682 101:21)  Rashingitem 2 of 2 to channel 10, index §, 957000 of 1059896 bytes transfemed (34%)

Summary A Update L Export Cancel

Perform a reset on the updated controller before restarting the process.
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Firmware Update Between Versions Superior/Equal to v4.x

Firmware Update Between Versions Superior/Equal

to v4.x

Introduction

This procedure uses EcoStruxure Automation Device Maintenance software tool
v.3.3.142 or later and an HTTPS connection to update the firmware of a Modicon
M580 controller from a version equal to or greater than v4.10 to another version
also greater than v4.10.

EcoStruxure Automation Device Maintenance and instructions for using it are
available on the Schneider Electric website at the following URL:

https://www.se.com/ww/en/download/document/EADM/

Preliminary Tasks

Configure your firewall to allow PC-to-controller communications.
Download the target Modicon M580 firmware file from:

https://www.se.com/ww/en/product-range/62098-modicon-m580/#software-
and-firmware

Confirm you can ping the Modicon M580 controller:

o Through the service port at IP address configured in the application, or its
default IP address 10.10.MAC5.MACS.

NOTE: A MAC address is written in hexadecimal format and an IP
address is written in decimal format. Convert the MAC address to
decimal. For example: If the MAC address is 00:00:54:61:f3:ba, the
default IP address is 10.10.243.186.

o Orthrough the service port at IPv6 address.
o Orthrough the USB port at IP address: 90.0.0.1.

The Modicon M580 controller acknowledges the ping if it is correctly
configured on the same network.

NOTE: When you update your Modicon M580, it is important that you are in
front of the equipment to monitor the progress of the update or, at a minimum,
have a contact or other means of observing and reporting the state of the
application before attempting the update.

Procedure
1. Perform this update using either one of the following ports of the Modicon
M580 controller:
+ USB port
» Ethernet service port (Port 1, connecting the PC directly to the service
port)
2. Open EcoStruxure Automation Device Maintenance.
20 EI00000004992.03
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3. Navigate to Settings > Global > Package Settings, click the ellipsis (...).
Then:

» In the selection dialog box, select the target firmware file and click OK.
» Back in the Package Settings dialog box, click Apply.

uritet
@ EcoStruxure™ Automation Device Maintenance o oc 0w Manus! D p— - e %
- ros A 0 Wamings | Dicovery Nanwal O View st
Dogye BOe
DATA PACKAGE

DEVICE / LOADING

DEVICE LIST

@ Add B Connect ) Disconnect Update Center Read Device Information Hide Dispose
= Device N; Service Endpoint § § 5
O sutus  cvceName e Firmware Version Eecuivce Mode Update Info Extensions Actions Ja
Commercial Reference Serial Number
@
Settings x &
* Global 3| Package Settings
' Discovery Local Repository [Jinclude Subfolders
DPws C\Users\sesas21823\Desktop\Data Packages &
Modbus TCP
Communication Remote Repository ["JEnable Remote Repository
Package Settings hitps//fw.dad.se.com/
" Security

Certificate Management
PKI
Syslog

Logs

Language

Group
Logs @
Export location

Date Source @  Reset Ok Cancel Apply

Summary Update Export  Cancel
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4. In DEVICE/LOADING, click the +Add icon ({_B| — ), then you can
whether:

a. Add one device manually by:
* Click Catalog

Add Device x

Select your preferred way of adding devices.

Catalog

Add a device to your project by selecting it from the provided catalog.

m Scan Network
ey Initiate a comprehensive scan of the Ethernet network to detect and identify
connected devices.

dules of a device to which you are connected

e Close

»  Type “bme” in the search bar and select BME*** (modernized).
» Enter the controller IP address or select USB.

uxure™ Automation Device Maintenance o = -
t ©® 3 Errors 0 Warnings &> Settings
2 Boe
DEVICE / LOADING
DEVICE LIST R ® Connect | ) Disconnes priats Center Read Device Informatio
Device Name Service Endpoint Firmuare Version Security Configuration Version  Application Program Ver... " o
| R | il e Serial Number Target Version Target Version Target Vrsion o EEA=D b
1
%
Add Device x
Search Commercial Reference Connection®
BME x TTR/HTTPS
Commercial Reference:* [ secure use
P Address®
BME s
192.168.10.100 | |43
BME" (modernized)
BMEHS82040
BME H58 2040
BMEHSB20405
BME HS8 20405
BMEHS84040 ‘
BME H8 4040 :
T e o
- For more information,refer to the Schneider Eieciric Product Cataioa |
3 Ermors | 4k 0 Wamings essages Save Clear

+ Click Add Device.
b. Add multiple devices automatically by performing a network scan:
+ Click Scan Network
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Add Device x

Select your preferred way of adding devices.

Catalog
[:D Add a device to your project by selecting it from the provided catalog.

I___‘ Scan Network
- Initiate a comprehensive scan of the Ethernet network to detect and identify
connected devices.

JLB Scan Modules

Discover modules of a device to which you are connected.

0 Close
¢ Click Scan

Discovery %

o Configuration

Select your preferred scanner, fine-tune the settings as needed, and then start the scanning process.

Discovery Protocols BHYE
O ppws
O Modbus Probe Request Timeout: | 6000 ms
MetaData Request Timeout: 6000 ms
Used Network Adapters: | fe80:c390:7162:fd2i | ~
e Scan Cancel

» Select the devices that you want to update, and click Next
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° Configuration 9 Discovery Results
Please select the devices to add to the project. B
([:)z:lcrlnee!::g:.eference :::;;E’:ﬁ;‘m Elmviare s fson Status
New devices (21) .
2:‘?5:?;3:;_;;;303?1518 2::?52:{]{2[;;83{:::125[:(;54ﬁ:fe56:81be}:“:; T .
i S sz 042113 New
R eS| S srzrissa 042113 New
G ouEpseeas S s 042113 New
G owESER0iS S arz0say 042113 New
G eSS S orzseE e a2 New
G oMEpssas SN ot e ez New
m BMEH§820405_212339056?3 https://[fe80::200:54ff:fe63:353e]:443 an a1 1m .
New devices 21 Known devices 0 Total 21
0 Rescan Back MNext Close

¢ Click Confirm

0 Configuration o Discovery Results o Summary

Please confirm the devices to add.

® Devices to add: 21

0 Back Confirm Cancel

The new device appears in the DEVICE Default Group.

Device status is YELLOW, indicating that the device is reachable on the
network.

NOTE: If the status is not YELLOW, consult the EcoStruxure Automation
Device Maintenance, Firmware Upgrade Tool, Online Help.

BME""" https://192.168.2.101:443 Current: - Current: - a ; & 2 . ®
CR: BME™ N Target: Target: ‘ o ) E
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5. To set the controller certificate to “Trusted”, click the red certificate icon
displayed on the right.

L * Automatio eVviCe aintenance . -
> ® 0 Errors OWarnings  Discovery: Manual ~ 1 Viewstatus | Settings
-8 B @
JEVIC N
@ Add i L7
Device Name Service Endpoint Security Co.-. .
Satus el Ref S Firmware Version Mode Update Info Extensions Actions
Device Default Group (1) .

BME** https://192.168.2.101:443 : A , B L L
CR: BME™ SN Certificate Information x . e

General  Details Cartification Path

@ Certificate Information

A

This certificate is not trusted.

« The specific X.509 certificate is not in the Trusted Certificates store

> Subject BMEHS586040_21233890285
o Issuer: BMEH566040_21233890286
Valid from 1970-01-01 te 2050-01-01

Fe
Bcin @ s

Summary

6. In the Certificate Information dialog box, verify the certificate content and
click Trust.
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7. Tolog into the controller, click the Set Credentials icon ( 8\ ) and enter your
credentials:

* Authentication Type: Username
+ Device User Name: loader

* Device password: The Firmware Password configured in your
EcoStruxure Control Expert application.

NOTE:

o If the controller has never been configured, select
Authentication Type anonymous.

e
EcoStruxure™ Automation Device Maintenance - & x
@ 3 © 0Erors O Wamings  Discovery: Manual ~ 1) Viewstatus  Settings
Dbg-& B0 @ g
DATA PACKAGE DEVICE / LOADING

DEVICE LIST @ Add . o Dis date Cen
Device Name Service Endpoint Security Co...
Inf
Status i Refe A Fiemware Version Mode Update Info Extensicns Actions.
Device Default Group (1) .
BME* https://192.168.2.101:443 Current: - Current: - ) 0B ®
CR: BME*** SN: Target: - Target: - - :

Set credentials x

Device Name: BME™"
Authentication Type: Username ki
Device User Name: loader
Device password: eosssssensnsnny =

. -sm

The device Status indicator turns green. Your PC is connected to the
controller. The Connect/ Disconnect icon is next to the Set Credentials
icon.

BMEHS86040 httpsy//192.168.2.101:443 Current: 04.20.15 Current: Not Supported o E— a LR b B .
CR: BMEHS86040 SN: 21233850286 Target: - Target: - atensions !’ @ o

8. Select the firmware that will be used to update the controller. Click the

T

L
Update Center ( ) icon, then clickFirmware:

©® 0Erors 0Warnings  Discovery: Manual ~ U Viewstatus Settings

VICE Li @A Conn ) - late Cent
Device Name Service Endpoint § Q
F n [l 4
SO | ercial Refes Sartl Mui irmware Versio Security Configuration Version ~ Mode Updte Info Extensions. Actions.
Device Detault Group (1 B
. ::E:::g‘:“ , ::‘,z,;:zwmm; Current: 04.20.15 Current: Not Supported _ tensions & @E P Ro=

. Update Center - PC to Device x

Please select the type of content you want to update!
) Firmware @ security

[ Cancel

Summary
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9. The firmware instances previously selected that are compatible are
displayed, select the intended firmware version, then click Save:

Ui

® o0Enors OWarings  Discovery: Manual ~ T Viewstatus  Settings

R @ Add 9 Comnect W Disconnect
Device Name Service Endpoint ; .
R [ e ST Firmuare Version Security Configuration Version  Mode Update Info Extensions Actions [s
Device Default Group (1} .

BMEKS86040 3 o 3 p
e AELELLER) ©

Please select the firmware version for selected device(s) to update.

Select Version Description
(o] . Ignore
o 04.10.13 BME HS58 6040 )

e I Save ICU(!I i
I

10. Verify that your PC is connected to the correct controller and that the process
is operating in maintenance mode.
11. Click the checkbox on the left of your screen to select the controller that you
want to update, then click Update:
sre™ Automation Device Maintenance R e x

@ 0Erors OWamnings  Discovens Manual ~ 1) Viewstatus (b Settings

ERON -]

DEVICE / LOADING

DEVICE LIST @® Add 37 wect WP Disconmect %, Update Center O Read Device Information & Hide T Dispose
Device Name Service Endpoint y " . -
B osaus o Reference e Firmware Version Security Configuration Version ~ Mode Update Info Extensions Actions
Device Default Group (1) Update Confirmation x .
BMEHS86040 A 3
A 1 3 @ 1 1
® R emenseson € Select a Category EI BT [ s
Please select the type of content you want to update!
The of ly supports one type of content per update operation,

G

— —
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12.1f you chose to include files available on the Schneider Electric remote

repository, you will be asked to first download them locally before resuming
the update:

- s o x
©® 0Erors 0Wamings  Discovern: Manual ~ 0 Viewstatus  (0) Settings
e @ Add 9 Connect W) Disconmect 1 UpdateCenter O Read Device Informstion 4 Hide T Dispose
Device Name Service Endpoint. . ; n
B osaws el Reference Sartol Mumbar Firmware Version Security Configuration Version  Mode Update Info Extensions Actions
Device Default Group (1) Update Confirmation " .
B e PMEHSIEOW0
CR: BMEHS25040 @ seiectaca o - site

Please download the package(s) below from the remote repasitory. or else the corresponding device(s) will not be updated.

] Version Package Name Status.

Al required files are available locally

Click Next.

13.Review the selected controller and firmware version selected for this update,
then click Next:

EcoStruxure™

* Automation De:
20 e

DEVICE / LOADING

p—
vice Maintenance

® 0kmors

- e x
O Wamings  Discovery: Manual ~ © View status | Settings

@ Add 9 Connect W) Disconnect 2, UpdateCenter G Resd Device Information @ Hide £ Dispose
Device Name Service Endpoint § N . g A
B osaws ol o Firmuare Version Security Configuration Version  Mode Update Info Extensions Actions
Bl Device Default Group (1) Update Confirmation x . i
BMEHS86040 - .
= e A LB e B o= &
CR: BMEH536040 @ selecta Category @ Prerequisite €) Review the Selection - =
Please review the selection.
Device Name Senvice Endpoint Current Target
Commercial Reference Serial Number Updste | version Version el i
BMEHS86040 https://192.168.2.101:443 _
n Ensotass P Firmware 420,15 041013 BME HSB 6040

28
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14.In the Update Confirmation dialog box, review the messages:

Untiect
EcoStruxure™ Automation Device Maintenance o
rrors
hogye BEO @

- s x
0 Warnings. (@] Settings
DEVICE LIST @ Add €} Connect ) Disconnect 1. Update Center O Read Device Information & Hide {7 Dispose | 1/
starys | DEViCe Name Senvice Endpoint Firmware Version Security Configuration Version  Application Program Version e e e o
Commercial Reference

Serial Number Tarcet Versior Tarcet Version. Taraet Versior
Device Default Group (1) Update Confirmati

@  BME PS8 5040 ftpi//1
CR: BME P58 5040 SN:

a
[«

i LT "B B
@ selectaCategory @ Prerequisite @ Review the Selection @ confirmation one A 8 *®
Please read carefully the instruction below and confirm the update.

upgrade process.

Update Summary « Continue with upgrade only, after having verified that the older firmware version supports all functions
needed in your application and is compatible with your device hardware version,
T Upgrade: 1 Show o Ensure the availability of dependent installation packages. These packages should be accessible either
& Downgrader 0 Show online or from a local repository.
. « Device will go into reboot multiple times during the process, make sure power to the device and PCs
ipped: G i hosting tool is not interrupted during the entire process. Do not exit the tool, do not disconnect the
communication cable and do not remove or insert the optional memory extension (e.g., SD card etc).
Total devices: 1 « During the upgrade procedure, device(s) may generate new certificates, these will be automatically trusted
by the tool. To prevent IP address conflicts, ensure that no other device(s) will take the IP address of the
rebooting device.
Update Warnings Failure to follow these instructions can result in death, serious injury or equipment damage.
Unverified: 0 Show

NOTICE

DAMAGED DEVICES
update process is running because the interruption of the process can damage the device.

Save Clear
Failure to follow these instructions can result in equipment damage.
Date Source 1
6 2024-06-18 15:06:28  BME P58 5040 (ftp:/192.168.10.50:21) ¢
o Back Confirm Cancel
0 2024-06-18 15:06:09  Automation Device Maintenance ]
If you agree, click Confirm.
Result: As the update proceeds, you will see a screen like this:
BGY EcoStruxure™ Automation Device Maintenance e o . view stas | et - ¥
e - — o Vo .
DEVICE LT @ hdd @ Connect Device Information
Status mﬁx:zﬁhme :::’;;i’:‘::“' Firmware Version Security Configuration Versicn  Mode. Update Info Extensions Actions Ja)
Device Default Group (1)

2x" Loading

e

Save Clear
Date Source Description
© 2024-02-0916:1851 BMEHS586040 (Wtps:f192.168.2.101:443) Downloading... 10%
© 2024-02-0916:18:48 BMEHS86040 (hitps:#192 168.2101:443) Downloading.. 0%
O 2024-0209161848 BMEHSB5040 (hitps/192 1682 101:443)  Preparation finished
O 2024-02-0916:1848 BMEHSB6040 (htpsu/192 168.2101:443)  Download started
“ Summary 1, Update Export  Cancel
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15.

Device Mame.
Commercial Reference

Status

Device Default Group (1)

BMEH586040

CR: BMEHS86040

When the update is finished and the selected firmware installed, you will see
a screen like this:

©® 0 Erors 0Wamings  Discovery: Manual ~ 1) Viewstatus Settings

@ Add @ j Disconnect L Update Center < Resd Device Information & Hide T Dispose
Service Endpoint y
Firmware Version Security Configuration Version ~ Mode Update | Extensions Actions
Serial Number ! ; ik : e
2 68.2 Currant 0420.15 Current: Not Supported . >
hitps//192168.2 001443 STOP O @ eaensions F T I = I - - &

SN: 21233890286

Targer 04.20.15 Target: -

C O 3 - B - B B -

Date

2024-02-09 162230
2024-02-09 162230
2024-02-09 162230
2024-02-09 162230
2024-02-09 162230
2026-02-09 162230
2024-02-09 162150
2024-02-09 162150
2026-02-09 162150
2024-02-09 16:21.49
2024-02-09 16:21.49

Source

BMEH586040 (https 4192 1682101 443)
BMEHSS6040 (https 4192 1682101 443)
Device Services

BMEHS86040 (htips 4192 168.2 101 443)
BMEHSEE040 (hreps /192 1682 101:443)
BMEHS86040 (heps /192 1682 101:443)
BMEHS86040 (https:#192 168.2.101:443)
BMEHS85040 (hitps /192 168.2.101:443)
BMENS86040 (htps#192.168.2.101:443)
BMEHS86040 (https #192.168.2.101443)

Device Services

Descrption
Finalization started

Finalization finished

CheckDevicelnformation - GetDevicelnformation successful

Installation finished
Reboot suceassful
Connact successful
Reboot triggersd
Installation started
Validaton finished

RESET - antwring .. 100%
UodateProaressValue - [RESETI 2024-02-091619.02  Prooress 1002001 Status: Comalated Messaae: RESET - entering

Summary 1 Update L Bport  Cance

Perform a reset on the updated controller before restarting the process.
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Firmware Update from v3.x to v4.x

This section contains the step-by-step instructions for updating the Modicon M580
controller firmware from a previous version to 4.10 or later.

New firmware version 4.10 (and later) for the Modicon M580 has an enhanced
integrity check mechanism compared to previous versions. This evolution is
performed in a two-step process.

To update Modicon M580 controller firmware from version 3.30 or earlier to 4.10 or
later, follow the procedure set forth in this chapter.

NOTICE

INOPERABLE EQUIPMENT

» Do not upgrade with firmware version equal to or later than 4.10 any of the
following Modicon M580 commercial references that have a Product Version
(PV) inferior or equal to 3.: BMEP581020, BMEP581020H, BMEP582020,
BMEP582020H, BMEP582040, BMEP582040H, BMEP583020,
BMEP583040, BMEP584020, and BMEP584040. All other commercial
references can be updated from 3.x to 4.x. (NOTE: An H at the end of a
commercial references is the hardened version of that controller.)

» If you intend to upgrade the M580 controller with a firmware version equal to
or later than 4.10, and there is a Modicon M580 remote terminal unit (RTU)
module in your configuration, first upgrade the RTU module to firmware
version 03.02.02 or later and test your application.

» If you intend to upgrade the M580 controller with a firmware version equal to
or later than 4.10, and there is a Modicon BMENOC0301/BMENOC0311
module in your configuration, first upgrade the BMENOCO0301/
BMENOCO0311 module to firmware version 02.20 or later and test your
application.

* If you intend to upgrade the M580 controller with a firmware version equal to
or later than 4.10, and there is a Modicon BMENOCO0321 module in your
configuration, first upgrade the BMENOC0321 module to firmware version
1.09 or later and test your application.

Failure to follow these instructions can result in equipment damage.

NOTE:

» Verify that your PC can communicate with the Modicon M580 controller
using FTP and HTTPS protocols. (Cybersecurity policies applied to some
networks may block this update procedure.)

* The Product Version (PV) information can be found on the product label.

» Ensure the compatibility of your modules in your system (refer to the
firmware history).
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Overview
The Modicon M580 controller undergoes two firmware changes during the update,
as follows:
Initial state V3.30 (or earlier)
NOTE: V3.30 (or earlier)) uses FTP protocol for firmware updates.
Step 1: Upgrade Controller to Modicon M580 Migration Firmware, page 33
Intermediate state | V3.99 - Migration Firmware

* Used only to update firmware to V4.10 or later.

» Accepts only secure firmware (SEDP files over HTTPS).

« Does not accept applications.
IP Address = 10.10.MAC5.MAC6
NOTE:

» After the update, the firmware password is reset to fwdownload
» If power cycles to the controller, firmware reverts to V3.20 or V3.30
for BMEP586040S
Step 2: Upgrade Migration Firmware to Modicon M580 Secure Firmware, page 39
Final state V4.10 (or later)

« Firmware is secured with:
o Enhanced integrity check of the firmware
o List of fixed vulnerability can be found at:

https://www.se.com/ww/en/work/support/cybersecurity/security-
notifications-archive.jsp
« List of specific impact is found in firmware history.
NOTE: After the update, the application configured in the controller remains
the same as before the update.
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Downloading EcoStruxure Automation Device

Maintenance

EcoStruxure Automation Device Maintenance and instructions for using it are
available on the Schneider Electric website at the following URL:

https://www.se.com/ww/en/download/document/EADM/

The version for this procedure is: EcoStruxure Automation Device Maintenance
V3.3.142 and subsequent supporting version(s).

Step 1: Upgrade Controller to M580 Migration Firmware

Preliminary Tasks

Before beginning Step 1:

Configure your firewall to allow PC-to-controller communications.
Download the latest Modicon M580 migration firmware file from:

https://www.se.com/ww/en/product-range/62098-modicon-m580/#software-
and-firmware

Confirm that the real time clock of your controller is correct.

Confirm that you know the credentials of the controller application, including
firmware password (default = fwdownload) and application password.

NOTE: When you update your Modicon M580 controller, it is important that
you are in front of the equipment to monitor the progress of the update or, at a
minimum, have a contact or other means of observing and reporting the state
of the application before attempting the update.

Using EcoStruxure Automation Device Maintenance

Using EcoStruxure Automation Device Maintenance indicated version, page 33,
perform these tasks:

1.

Perform this update using only one of the following Modicon M580 controller
ports:

» USB port
» Ethernet service port (Port 1, connecting the PC directly to the service
port).

NOTE: Do not use one of the controller dual network ports, or a porton a

communications module. If you use one of these ports, the procedure set
forth in Step 2, page 39 may not function as intended and the update may
not succeed.

Open EcoStruxure Automation Device Maintenance.

EI00000004992.03
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3. Navigate to Settings > Global > Package Settings, click the ellipsis (...),
select the folder where you saved your .LDX firmware upgrade file and click

Apply.

Uniitec”
EcoStruxure™ Automation Device Maintenance - e

© oErors 0 Warnings | Discovery: Manual ~ 1O View status w
DoE- 2 200 Eeti]

DATA PACKAGE DEVICE / LOADING

DEVICE LIST @ Add i) Connect %} Disconnect 1, Update Center Hide Dispose | Y
Device N Service Endpoint i f
(] status ovcefame SDUEEL Firmware Version Sty EmiEmETn o Update Center Info Extensio..  Actions Ja
Commercial Reference Serial Number Version
Settings x
' Global Package Settings
" Discovery Local Repasitory [ Include Subfolders
Dews CAFirmware Migration 3.99
Modbus TCP

Communication

Package Settings

~ security
Centificate Management
PRI

Syslog

> @ I
Language
A 0 wamnings [GCIIVEENES Group Save Clear

Date Source  Project

@  Reset ok Cancel Apply

Summary Update Cancel

NOTE: Optionally, you can view the firmware available for update in the
DATA PACKAGE screen.
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4. In DEVICE/LOADING, click the +Add icon(&) - ), then:
+ Select Catalog

Add Device X

Select your preferred way of adding devices.

Catalog
Add a device to your project by selecting it from the provided catalog.

m Scan Network
=) Initiate a comprehensive scan of the Ethernet network to detect and identify
connected devices.

lules of a device to which you are connected

(] Close

*  Type “bme” in the search bar and select BME***
« Enter the controller IP address or select USB

Add Device

Search Commercial Reference Ccitictioes
BME X FTP
Commercial Reference:* ~Juss
BME*** (modernized) 192.168.10.50 X
BME H58 2040
BMEH5820405
BME H58 20405
BME H58 4040
BME H58 40405
BMEH5840405
e B ST

* Click Add Device.
The new device appears in the Device Default Group.
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EcoStruxure™ Automation Device Maintenance

) BE®e

® OErors 1 Warnings  Discover . Manual v 1) Viewstatus  Settings

DEVICE LIST @ Add | €B Connect B Disconnect Update Cente Hide Dispose
[ stats oovieehName S e (heree Sz @ Mode Update Center Info Extensions Actions o
Commercial Reference Serial Number Version
%
"] Device Default Group (1) - .
- BME** fp;//192.168.10.1:21 . . . . S @ e B o=
= CR: BME™ SN: e L8 B a@
A 1 Wamings [ VEEERES Save Clear

Date Source Description

2023-02-02 134056 Settings - Security  Security is not configured

Device status is YELLOW, indicating that the device is reachable on the
network.

NOTE: If the status is not YELLOW, consult the EcoStruxure
Automation Device Maintenance, Firmware Upgrade Tool, Online
Help.

5. Click the Set Credentials icon ( 8 ) and do one of the following:

+ If the application has no password: only enter the firmware password
(default or configured).

+ If the application has a password: enter both the application password
and the firmware password (default or configured).

» Ifthere is no application in the controller, enter the firmware password
(default or configured).

6. Click Save and Connect.

Device status is GREEN: EcoStruxure Automation Device Maintenance has
connected to the device successfully.

T

L
7. Click the Update Center icon ( ); then click Firmware; select the
corresponding Modicon M580 migration firmware V3.99; and click Save.

NOTE: The firmware version 3.99 is an intermediate version intended to
enable the download of the final firmware version 4.10 or later in the Step
2 procedure, page 39. Version 3.99 is not an operational version.

8. Select the device you want to update, then click Update.
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9. In the Update Confirmation dialog box, follow the instructions then click
Confirm

Result: The firmware download begins:

® Add
Status Device Name Service Endpaint Firoes 5 ¢ Mod Update Center Inf Extension fretie
US| o eccial Referance Carial Nurnber T, ecurity Co... lode pdate Center Info erisions tions
Deuice Default Group (1)
o (E-) Loading n
Date Source Description
212 of 1 PG
2-12 o 1 760
2-12 of 1 708

10. Wait approximately one minute, until the controller LEDs enter the following
states:

* RUN is green and flashing
* ERRis red and flashing

* 10is red and flashing

« ETHMS is green

The controller firmware is now upgraded to V3.99. Proceed to the Step 2
procedure, page 39.

NOTE: If power is interrupted to the controller, it will restart with firmware
V3.20 or V3.30 for BMEP586040S.

NOTE: If you see a different combination of LEDs at the end of this procedure,
an error has been detected during initial phase of the upgrade. The upgrade
procedure cannot be completed and you will need to power cycle the
controller to return it to V3.20/V3.30. In this event, contact your local
Schneider Electric service representative and provide following information:

» The sequence of LEDs flashing.

+ The DiagFile, which you can download in EcoStruxure Control Expert by
clicking the Help > About EcoStruxure Control Expert > Technical
support.

NOTE: The IP address of the controller is restored to the default IP address
10.10.MAC5.MACSG6. Thereafter, EcoStruxure Automation Device Maintenance
is unable to connect using the previous IP address.

NOTE: When the controller reboots, EcoStruxure Automation Device
Maintenance might incorrectly indicate that the firmware was not successfully
installed. This is due to the disconnection of the EADM software during the
reboot of the controller.
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Step 2: Upgrade Migration Firmware to M580 Secure
Firmware

Preliminary Task

Before beginning Step 2:
» Configure your firewall to allow PC-to-controller communications.
+ Download latest Modicon M580 firmware file from:

https://www.se.com/ww/en/product-range/62098-modicon-m580/#software-
and-firmware

» Confirm you can ping the Modicon M580 controller:
o Through the service port at IP address 10.10.MAC5.MACG.

NOTE: A MAC address is written in hexadecimal format and an IP
address is written in decimal format. Convert the MAC address to
decimal. For example: If the MAC address is 00:00:54:61:f3:ba, the
default IP address is 10.10.243.186.

o Orthrough the USB port at IP address: 90.0.0.1.

The Modicon M580 controller acknowledges the ping if it is correctly
configured on the same network.

NOTE: When you update your Modicon M580, it is important that you are in
front of the equipment to monitor the progress of the update or, at a minimum,
have a contact or other means of observing and reporting the state of the
application before attempting the update.

Using EcoStruxure Automation Device Maintenance

Use EcoStruxure Automation Device Maintenance with BMEx58x0x0_v04.xx.yy.
sedp (or subsequent firmware versions if applicable) on SEDP format to perform
the following tasks:

1. Perform this update using either one of the following ports of the Modicon
M580 controller:

» USB port
» Ethernet service port (Port 1, connecting the PC directly to the service
port)

2. Open EcoStruxure Automation Device Maintenance.

3. Navigate to Settings > Global > Package Settings, click the ellipsis (...),
select the folder where you saved your .SEDP firmware upgrade file and click

Apply.
NOTE: Optionally, you can view the firmware available for update in the
DATA PACKAGE screen.
| 0B E ; .Ir_.. é'e FicS Waitenar ¢ nings | Disovery: Maoual ~ U Viewstatus €0 Settings 5 R
VoA v 4 Seloct one or more criteria from the drop down and add it to the filter
| Valid Rejected Package Information - (03.99 IR 7) Migration_BMEH582040_399.07
Ana 8 U In tsolated High.. Category: Fiarvware
Ana 8 U/ In non-iso High_ Descrigtion: . e

BME H58 2040 CPU SB0-2...
{03.99 IR 7) Migraticn.. @ -
Information  Release Notes
BME H58 2040 Unity Hot 5.

BME H58 4040 CPU 580-4..,

Product Information

BME H58 4040 Unity Hot 5. Name: BME H58 2040 CPU 580-2 HS8Y ETH remote 10
BME H58 6040 CPU 580-6... Product Code; BME H58 2040
BME H58 6040 Unity Hot 5.

=2 Firmwate Version: 0399R7
BME NOC 0301 Ethernet C.. . — Hardware Revision:
BME NOC 0311 Ethernet C..
f) Hardware ID; OE08-3102
BME NOC 0321 Ethernet C...
BME MOP 0300 Ethernet C L \ |
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4. In DEVICE/LOADING, click the +Add icon ({_BI s ), then:
+ Select Catalog

Add Device x

Select your preferred way of adding devices.

Catalog

Add a device to your project by selecting it from the provided catalog.

[—J Scan Network
= Initiate a comprehensive scan of the Ethernet network to detect and identify
connected devices.

0 Close

+  Type “bme” in the search bar and select BME*** (modernized)
* Enter the IP Address of the controller with firmware V3.99:
o 10.10.MAC5.MACS6 for the service port

NOTE: A MAC address is written in hexadecimal format and an IP
address is written in decimal format. Convert the MAC address to
decimal. For example: If the MAC address is 00:00:54:61:f3:ba,
the default IP address is 10.10.243.186.

o Orselect USB

© 3 Erors 0 Wamnings (=] Settings

DEVICE LIST @ Add G ) Disconnect Read Device Informati pose

= Device Name Service Endpoint Firmware Version Security Configuration Version  Application Program Ver...
o Commercial Reference Serial Number Target Version Target Version Target Version

Add Device x

Search Commercial Reference Connection:*

= Mode Extensions Actions ol

BME x

‘Commercial Reference:* use

BME*** i e—
192.168.10.100 x| 44

BME™* (modernized)

BMEHS582040

BME H58 2040

BMEHS5820405 |

BME H58 20405

BMEH584040

< BME H58 4040 L

(w0 ——— rioree e

» Click Add Device.
The new device appears in the Device Default Group:
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I - o k3
S0 e g @ 0 Geon U Wamingt  Daooveys Maneal

= 9

Dwrewie Farra Earvecn Encipant Torm._ g Ligntite Covilin
e CinSrobetnbll e Safinl hurrler Werpon L] - R
Duie i Dol st G [1) .

BEr bt 43 . - P
CR BWE™ 5 h
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Device status is YELLOW, indicating that the device is reachable on the
network.

NOTE: If the status is not YELLOW, consult the EcoStruxure Automation
Device Maintenance, Firmware Upgrade Tool, Online Help.

Device certificate is RED (E} ), indicating the device is untrusted on the PC.

5. Inthe DEVICE/LOADING > DEVICE LIST > DEVICE DEFAULT GROUP,
click the red certificate icon, then in the Certificate Information dialog box,
click Trust.

7]
+ Click the RED certificate icon ( )-
» Verify the Certificate Information and, if you agree, click Trust.

6. Click the Set Credentials icon ( 8) and enter:
* Device User Name: loader
» Device password: fwdownload

7. Click Save and Connect.

NOTE: These default credentials are used only for this Modicon M580
migration firmware V3.99.

Device status is GREEN, indicating EcoStruxure Device Maintenance has
successfully connected to the device:

O — Device Name Service Endpoint Firmware Security Co...
Commercial Reference Serial Number Version

(] Device Default Group (1) .

e BMEHSB6040 https://10.10.238.100:443
CR: BMEH586040 SN:

Mode Update Center Info Extensions Actions

03.99.06 Not Supported - Extensions A B MLB b B o= o

.T.

L
8. Click the Update Center icon ( ); then click Firmware; select the
corresponding Modicon M580 firmware 4.10 or later and then click Save.

9. Select the device you want to update, then click Update.
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10.During the firmware update process, a message is displayed, indicating the
percentage of firmware update progress. When the update is completed, the
controller is restarted and the connection with EcoStruxure Automation

Device Maintenance is terminated.

NOTE: This process can take several minutes.
When the controller is restarted, a new connection with EcoStruxure
Automation Device Maintenance is possible using the controller IP address
and user credentials.
NOTE: After the package has been downloaded, the M580 controller will
reboot. When the controller reboots, EcoStruxure Automation Device

Maintenance may incorrectly indicate that the firmware was not successfully
installed. This is due to the disconnection of the EADM software during the

reboot of the controller.
After the reboot, the IP address of the controller is defined by the client

application inside the controller. Thereafter, EcoStruxure Automation Device
Maintenance is unable to connect using the default IP address; instead the

application IP address must be used.
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Firmware Downgrade from v4.x to v3.20/V3.30

This section contains the step-by-step instructions to downgrade Modicon M580
controller firmware from a version of 4.10 or later to firmware version 3.20/3.30.

NOTE: Version 3.30 applies to the safety-related controller firmware.

In line with our policy of constant improvement, subsequent upgrades from
version 3.20/3.30 contain many function and feature improvements, as well as
mitigation of many important, known anomalies.

Performing the downgrade from Modicon M580 firmware version 4.10 or later to a
firmware version 3.30 or earlier might preclude or eliminate important updates,
and in particular, mitigation of certain cybersecurity vulnerabilities.

AWARNING

LOSS OF OPERATIONAL AND SECURITY IMPROVEMENTS

Avoid downgrading your Modicon M580 firmware version 4.10 or later if at all
possible.

Failure to follow these instructions can result in death, serious injury, or
equipment damage.

NOTE: A list of some of these vulnerabilities can be viewed at https://www.se.
com/ww/en/work/support/cybersecurity/security-notifications.jsp.

NOTE: Verify that your PC can communicate with the Modicon M580
controller using FTP and HTTPS protocols. (Cybersecurity policies applied to
some networks might block this update procedure.)

EI00000004992.03
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Controller Firmware

Firmware Downgrade from v4.x to v3.20/V3.30

Overview

The process of downgrading Modicon M580 controller firmware from V4.10 or
later to V3.20/V3.30 is accomplished by applying one of the following downgrade
migration firmware package:

BMEx58xxx downgrade package from 4.x to 3.20/3.30 v03
+ BMEx58xxx_downgrade package from_4.x to 3.20 v03.sedp

+ BMEx58xxx_downgrade_package from_4.x_to 3.30_v03.sedp for
BMEP586040S

NOTE: Ensure that you use the latest downgrade migration firmware package.
If a prior version has been used, upgrade to the latest version.

The EcoStruxure Automation Device Maintenance software and the downgrade
package prepare the controller for the downgrade and then install the Modicon
M580 firmware V3.20/V3.30 contained in the package.

You can obtain the migration firmware package at https://www.se.com/ww/en/
product-range/62098-modicon-m580/#softwareand-firmware.

For information on how to download EcoStruxure Automation Device Maintenance
(EADM) and instructions for using it refer to the topic: Downloading EcoStruxure
Automation Device Maintenance, page 33

The version for this downgrade procedure is EcoStruxure Automation Device
Maintenance V3.3.142 and subsequent supporting version(s).

NOTE: Before starting the downgrade procedure, confirm that your controller
application is built using firmware V3.20/V3.30 or earlier, and that your
controller is configured with the current date and time.

NOTE: The downgrade does not affect the application previously loaded on
the controller. If the controller application was built using firmware V4.10 or
later, the controller will restart in NO-CONF state.

NOTE: To retain the same controller IP address after the downgrade is
completed, change the application level to V3.20/V3.30 in EcoStruxure
Control Expert, rebuild your project, and download it to the controller.

Procedure to Downgrade Controller to V3.20/V3.30

Preliminary Tasks

Before beginning:

» Configure your firewall to allow PC-to-controller communications during this
downgrade operation.

+ Confirm that you know the credentials of the controller application, including
the application password.

When you downgrade your Modicon M580 controller, it is important that you are in
front of the equipment to monitor the progress of the downgrade or, at a minimum,
have a contact or other means of observing and reporting the state of the
application before attempting the downgrade.

Further, interrupting the procedure by any means before it has completed may
cause irreparable damage to the Modicon M580 controller.

44

EI00000004992.03


https://www.se.com/ww/en/product-range/62098-modicon-m580/#softwareand-firmware
https://www.se.com/ww/en/product-range/62098-modicon-m580/#softwareand-firmware

Firmware Downgrade from v4.x to v3.20/VV3.30

Controller Firmware

NOTICE

INOPERABLE EQUIPMENT

During the transfer of the firmware file:

Do not remove power from the Modicon M580 controller.
Do not remove power from the PC.

Do not exit the EcoStruxure Automation Device Maintenance (EADM)
software.

Do not disconnect the communication cable.
Do not remove or insert the optional SD memory card.

Failure to follow these instructions can result in equipment damage.

Using EcoStruxure Automation Device Maintenance

@ B3 : 0o e
DATA PACKAGE VICE / LOADIN

EcoStruxure Automation Device Maintenance uses the downgrade firmware files
provided by your local Schneider Electric service representative.

The name of the file, in SEDP format, that you use depends upon the reference of
the controller. Generically, the name of the file varies depending on the reference
of your controller. For example: Modicon BMEx58x0x0 downgrade package from
4.x to 3.x v02.

1.

Perform this update using either one of the following ports of the Modicon
M580 controller:

+ USB port

» Ethernet service port (Port 1, connecting the PC directly to the service
port).

Open EcoStruxure Automation Device Maintenance.

Navigate to Settings > Global > Package Settings, click the ellipsis (...),
select the folder where you saved your .SEDP firmware downgrade file and
click Apply. For example:

0 0Emos O0Warnings  Discovery: Manual ~ 10 View status  Settings

@ add

Device Settings *
Status

Commencial Referer

Global
Diiscovery
DPWS
Medbus TCP
Communication
Package Settings
Security

g Package Settings

Local Repository Include Subfolders

(C:\Firmware Migration Downgrade 4.90

Certificate Management

PKI
Syslog
Logs
Language
Group
Project

@  hee

Ok Cancel Apphy

Summary

NOTE: Optionally, you can view the firmware available in the DATA
PACKAGE screen.

EI00000004992.03

45



Controller Firmware Firmware Downgrade from v4.x to v3.20/V3.30

4. In DEVICE/LOADING, click the +Add icon (IEBI s ), then perform one of

the following:
a. Add one device manually by:
* Click Catalog

Add Device x

Select your preferred way of adding devices.

Catalog

Add a device to your project by selecting it from the provided catalog.

m Scan Network
ey Initiate a comprehensive scan of the Ethernet network to detect and identify
connected devices.

dules of a device to which you are connected

e Close

»  Type “bme” in the search bar and select BME*** (modernized).
» Enter the controller IP address or select USB.

uxure™ Automation Device Maintenance o = -
t ©® 3 Errors 0 Warnings &> Settings
2 Boe
DEVICE / LOADING
DEVICE LIST R ® Connect | ) Disconnes priats Center Read Device Informatio
Device Name Service Endpoint Firmuare Version Security Configuration Version  Application Program Ver... " o
| R | il e Serial Number Target Version Target Version Target Vrsion o EEA=D b
1
%
Add Device x
Search Commercial Reference Connection®
BME x TTR/HTTPS
Commercial Reference:* [ secure use
P Address®
BME s
192.168.10.100 | |43
BME" (modernized)
BMEHS82040
BME H58 2040
BMEHSB20405
BME HS8 20405
BMEHS84040 ‘
BME H8 4040 :
T e o
- For more information,refer to the Schneider Eieciric Product Cataioa |
3 Ermors | 4k 0 Wamings essages Save Clear

+ Click Add Device.
b. Add multiple devices automatically by performing a network scan:
+ Click Scan Network
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Add Device x

Select your preferred way of adding devices.

Catalog
[:D Add a device to your project by selecting it from the provided catalog.

I___‘ Scan Network
- Initiate a comprehensive scan of the Ethernet network to detect and identify
connected devices.

JLB Scan Modules

Discover modules of a device to which you are connected.

0 Close
¢ Click Scan

Discovery %

o Configuration

Select your preferred scanner, fine-tune the settings as needed, and then start the scanning process.

Discovery Protocols BHYE
O ppws
O Modbus Probe Request Timeout: | 6000 ms
MetaData Request Timeout: 6000 ms
Used Network Adapters: | fe80:c390:7162:fd2i | ~
e Scan Cancel

» Select the devices that you want to update, and click Next
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o Discovery Results

° Configuration

Please select the devices to add to the project. B
([:)z:lcrlnee'j;g:.eference :::alffﬂir:tf:rlm Elmviare s fson Status
New devices (21) .
2:?5::?:;:;_;;;30321518 25?52:{]{2[;;8301::125[1‘;54&&56:81be}:“g T .
i S sz 042113 New
2:?E;;é$?ﬁ%:;§32713324 le'::psz{l)‘z[;zi{i;agi 54ff:fe61:f3c4]:443 04.21.13 i
G ouEpseeas S s 042113 New
G owESER0iS S arz0say 04211 New
G eSS S orzseE e a2 New
G oMEpssas SN ot e ez New
w  BMEH5820405 21233905673 hitps://[feB0:200:54ff:fe63:353e]:443 a1 2 .
New devices 21 Known devices 0 Total 21
0 Rescan Back MNext Close

¢ Click Confirm

€ summary

° Configuration ° Discovery Results

Please confirm the devices to add.

® Devices to add: 21

0 Back Confirm Cancel

The new device appears in the Device Default Group.
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Untitled™
@ EcoStruxure™ Automation Device Maintenance 0 ot - _— S S -7 X
. rTors arnings Discovery: Manual iew status | Settings
hegy s 8 (7]
DATA PACKAGE DEVICE / LOADING

DEVICE LIST @ Add  Connect % Disconnect % Update Center Hide Dispose Y
- Device Name Service Endpoint " . . . .
[ Status Lo eial Reference Serial Number Firmware Version Securi... Mode Update Center Info Extensions Actions 4
[ Device Default Group (1)
- BME** https://90.0.0.1:443 : } } } P -1
U CR: BME™* SN: a9 8B v B o=
Logs @ X
Date Source Description
Summary Update Cancel

Device status is YELLOW, indicating that the device is reachable on the
network.

NOTE: If the status is not YELLOW, consult the EcoStruxure Automation
Device Maintenance, Firmware Upgrade Tool, Online Help.

Device certificate is RED (E} ), indicating the device is untrusted on the PC.
5. In the DEVICE/LOADING > DEVICE LIST > DEVICE DEFAULT GROUP:

» Click the red certificate icon (E} ).
» Verify the Certificate Information and, if you agree, click Trust.

6. Click the Set Credentials icon ( & ), then:
« If the controller has previously been configured, enter:
o Device User Name: /oader

o Device password: your application password, if set.; otherwise, the
default password: fwdownload

« If the controller has never been configured, select Authentication Type
anonymous.

¢ Click Save and Connect.

Device status is GREEN, indicating EcoStruxure Device Maintenance has
successfully connected to the controller.

7. Select the corresponding Modicon M580 BMEx58xxx downgrade package
from 4.x to to 3.xx v02, then click Save.
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8. Select the device you want to update, then click Update.

Untitled*

© oOErors 0 Warnings  Discovery: Manual ~ U Viewstatus  Settings
DBg-v 5@ e
DEVICE / LOADING
@ Add ) Disconnect I, Update Center & Hide  TF Dispose
Status DenE (Ve e i Firmware Version Securi... Mode Update Center Info Extensions Actions
Commercial Reference Serial Number
Device Default Group (1)
BMEP584040 https://90.0.0.1:443 ] I A om 1@ .
CR: BMEPS84040 SN: 21210411513 04.10.13 Not Supp... STOP Firmware selected Extensions ] , B2 0 @ i
2 0w
Date Source Description
Summary Update

During the firmware update process, the DL LED flashes green:

A message is displayed, indicating the percentage of firmware update
progress.

After the download of the firmware has completed, the controller is restarted
and EcoStruxure Automation Device Maintenance is disconnected.

NOTE: This process can take several minutes.

At the conclusion of the process, the ETH MS LED turns orange for about 1
minute.

)

If power to the controller is interrupted, the controller can become corrupted and
unable to restart.

50
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NOTICE

INOPERABLE EQUIPMENT
Maintain continuous power to the controller.

Failure to follow these instructions can result in equipment damage.

After successful reboot, the procedure is complete and the controller is running
with firmware V3.20 or V3.30 for BMEP586040S.

NOTE: When the controller reboots, EcoStruxure Automation Device
Maintenance may incorrectly indicate that the firmware was not successfully
installed. This is due to the disconnection of the EADM software during the
reboot of the controller.

An FTP connection to the controller is now possible. Use EcoStruxure Automation
Device Maintenance to re-connect to the controller over the USB or Ethernet
service port, and confirm that the firmware version is V3.20 or V3.30 for
BMEP586040S.
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