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Easy to configure, install, 
use, and maintain
Easy Cooling Series are designed to improve efficiency and modularity.  
Chilled Water Row and Room Cooling are easy to configure, install, use and 
maintain. By delivering competitive product features and high performance, 
they are the easy choice for IT spaces.

Easy Cooling Row Chilled Water

Easy Cooling Row Chilled Water brings close coupled design to cool the heat directly from the 
IT devices, making the most effective cooling to meet your environment growth with its modular 
design. Easy Cooling Row Chilled Water is provided in different frame sizes and with a wide range 
of  configurable features making it a highly cost effective solution.

Easy Cooling Room Chilled Water

Easy Cooling Room Chilled Water delivers competitive product features and proven performance. 
The underfloor fan configuration, the modular coil and frame make it your easy choice for small  
IT space to medium and large Data Centers
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Chilled Water Row Cooling

Easy to choose and adapt

•	 Six standard frame sizes to meet diversified 
customer scenarios

•	 Configurable feature sets to satisfy 
customer needs

•	 Proven performance with broad capacity 
range to cover most of  your cooling demand

•	 Variable speed fans with Electronically 
Commutated motors to reduce energy 
consumption during off-peak hours and 
easily adapt to changing power densities

•	 Humidifier and reheat option for specific 
customer scenario

•	 Adapt to both new and existing data 
center environment

•	 Height adapter to fit higher enclosures

Easy to install

•	 Roller caster as standard feature to enable 
rolling into position quickly

•	 Top/bottom connection for piping and cabling
•	 Compatible frame design to match different 

rack enclosures
•	 Single and dual power input option

Easy to use and maintain

•	 7 inch multi-language LCD touch screen  
with user friendly interface

•	 Fan module replacement with operating unit 
to reduce the total down time

•	 Slide E-box design to facilitate easy 
maintenance and service

•	 Intelligent microprocessor with 
Modbus RTU and TCP connectivity 
to enable connectivity with BMS and 
Schneider Electric EcoStruxure™

•	 Easy to replace and washable air filters
•	 Parallel up to 20 units

Frame: 300/600mm width
Cooling capacity: 30~65kw
Refrigerant: Chilled water
Airflow pattern: Horizontal
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Typical applications

•	 Medium to large Data Center
•	 Enterprise regional edge
•	 Colocation & Cloud
•	 Finance
•	 Government
•	 Telecommunications & Networking

Standard features

•	 Variable speed fans with EC motors
•	 Two-way valve with modulating actuator 

to regulate the water flow
•	 Slide E-box design to facilitate easy 

maintenance and service
•	 Roller caster as standard feature for easy 

movement and installation
•	 Intelligent microprocessor with Modbus RTU 

and TCP connectivity to communicate with 
BMS and EcoStruxure™

•	 7 inch multi-language LCD touch screen  
with user friendly interface

•	 Compatible top/bottom connection for piping 
and cabling

•	 Easy to replace and washable/cleanable 
air filters

•	 Parallel up to 20 units

Optional features

•	 Power A and B Dual Feed
•	 Condensate pump
•	 Humidifier and reheat option for all frame sizes
•	 Point or rope water detector
•	 Height adaptor for specific height demand

Technical specification

ERC301 ERC311 ERC312 ERC601 ERC611 ERC612

Total cooling capacity (kW)1 28.2 30.2 34 58 62 65

Sensible cooling capacity (kW)1 28.2 30.2 34 58 62 65

Total cooling capacity (kW)2 24 26.2 30 49 54 57.5

Sensible cooling capacity (kW)2 24 26.2 30 49 54 57.5

Power Input 208-230V~1Ph~ 
50/60Hz 220V~1Ph~50Hz 380-416V~3Ph~ 

50/60Hz 380V~3Ph~50Hz

Total power consumptions 
(single cooling) 1.02 1.02 0.98 2.00 2.00 2.30

Total power consumptions  
(with humidifier & reheat) 4.50 4.83 4.90 9.53 11.26 11.40

Air Flow (m³/h) 5000 5050 5466 11000 11000 12000

Fan Quantities 6 6 6 2 2 2

Water valve type 2-way 2-way 2-way 2-way 2-way 2-way

Water in/out Piping Size DN25/DN25 DN25/DN25 DN25/DN25 DN32/DN32 DN32/DN32 DN32/DN32

Drain Piping Size (ID) DN19 DN19 DN19 DN19 DN19 DN19

Cable Connection Location Bottom & Top Bottom & Top Bottom & Top Bottom & Top Bottom & Top Bottom & Top

User interface 7" LCD  
touch screen

7" LCD  
touch screen

7" LCD  
touch screen

7" LCD  
touch screen

7" LCD  
touch screen

7" LCD  
touch screen

Humidification option (kg/h) 1.5 1.5 1.5 3 3 3

Reheat option (kw) 3 3 3 6 6 6

FLA /A (single cooling) 11 11 11 6 6 6

FLA /A (with humidifier & reheat) 30 30 30 19 19 19

Units Height (mm) 1991 2000 2200 1991 2000 2200

Units Width (mm) 300 300 300 600 600 600

Units Depth (mm) 1070 1200 1200 1070 1200 1200

Color RAL9004 RAL9004 RAL9004 RAL9004 RAL9004 RAL9004

1 Indoor 37ºC/24%RH, water inlet/outlet  10–15ºC  
2 Indoor 37ºC/24%RH, water inlet/outlet  12–18ºC  
3 For 301 and 601 units, the performance data is presented according to 50Hz, please consult us if you have any requirement about 60Hz.

Remark: The above cooling capacity is all referring to net cooling capacity
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Chilled Water Room Cooling

Easy to choose and adapt

•	 Modular design with wide cooling range
•	 Configurable feature sets to satisfy customer 

needs
•	 Variable speed fans with Electronically 

Commutated (EC) motors to adapt to 
different heat load and maximize the 
efficiency

•	 High Efficiency with minimum power 
consumption

•	 Compact size to save the footprint

Easy to install

•	 Integrated in-unit EC fan module to be easily 
change to underfloor configuration

•	 7 inch multi-language LCD touch screen with 
user friendly interface

•	 Intelligent microprocessor with Modbus RTU 
connectivity to enable connectivity with BMS, 
unit monitoring and remote on/off

Easy to use and maintain

•	 Front access for regular maintenance
•	 Easy-to-replace and washable air filters
•	 Parallel up to 20 units

Cooling Range: 60 - 200kW
Refrigerant: Chilled water
Airflow pattern: Downflow with underfloor fan

60 100 120 140 160 200  kW

2x 7501x 750 3x 7502x 900 3x 900
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Technical specification

EDC060 EDC100 EDC120 EDC140 EDC160 EDC200

Total cooling capacity (kW)1 57.7 102.7 127.5 142.6 167.5 190.4

Sensible cooling capacity (kW)1 57.7 102.7 127.5 142.6 167.5 190.4

Power Input 380V~3Ph~50Hz

Total power consumptions 
(single cooling) 3.5 7.2 7.3 9.9 9.3 10.6

Total power consumptions  
(with humidifier & reheat) 9.50 16.00 16.00 19.50 25.50 25.50

Nominal Air Flow (m³/h) 12364 23307 26384 34656 37783 38343

Fan Quantity 1 2 2 3 3 3

Water in/out Piping Size DN40 DN50 DN50 DN65 DN80 DN80

User interface 7" LCD  
touch screen

7" LCD  
touch screen

7" LCD  
touch screen

7" LCD  
touch screen

7" LCD  
touch screen

7" LCD  
touch screen

Humidification option (kg/h) 4 8 8 8 15 15

Reheat option (kw) 6 9 9 9 15 12

FLA /A (single cooling) 5.6 11.2 11.2 16.8 16.8 16.8

FLA /A (with humidifier & reheat) 19.3 34 34 39.6 56.7 56.7

Units Height (mm) 1975 1975 1975 1975 1975 1975

Units Width (mm) 930 1530 1830 2280 2730 2730

Units Depth (mm) 996 996 996 996 996 996

Color RAL9003 RAL9003 RAL9003 RAL9003 RAL9003 RAL9003

1 Indoor 32ºC/30%RH, water inlet/outlet  12-18ºC, ESP150

Remark: The above cooling capacity is all referring to net cooling capacity

Standard features

•	 Variable speed fans with Electronically 
Commutated motors

•	 2 way valve with modulating actuator to 
regulate the water flow

•	 “A” shaped frame modular coils feature a  
large face area for maximum cooling capacity

•	 Hydrophylic fin treatment to minimize water 
carryover 

•	 Integrated RS485 serial card to enable 
connect to BMS

•	 Integrated clock card in the intelligent 
microprocessor

•	 7 inch multi-language LCD touch screen  
with user friendly interface

•	 Gravity Drain with collect pan
•	 Air pressure alarm switch is configured
•	 Easy-to-replace and washable/cleanable  

G4 air filters
•	 Parallel up to 20 units

Optional features

•	 Power A and B Dual Feed
•	 Humidifier and reheat option 
•	 Water detector
•	 Electrode humidifier
•	 Aluminum finned Electrical heater
•	 Modbus over IP port
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