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Ref. Certif. No.

FI-64836

IEC SYSTEM FOR MUTUAL RECOGNITION OF TEST CERTIFICATES FOR ELECTRICAL EQUIPMENT 
(IECEE) CB SCHEME

CB TEST CERTIFICATE

Product DC Electric Vehicle Charging Station

Name and address of the applicant Schneider Electric Industries SAS
35 Rue Joseph Monier, 92500, Rueil-Malmaison, 
France

Name and address of the manufacturer SCHNEIDER eSTAR
35, rue Joseph Monier, 92500, Rueil-Malmaison, 
France

Name and address of the factory

Note: When more than one factory, please report on page 2

See page 2

 Additional Information on page 2

Ratings and principal characteristics See page 2

Trademark / Brand (if any)

Customer’s Testing Facility (CTF) Stage used -

Model / Type Ref. EVD2SxTyBzab

Additional information (if necessary may also be 
reported on page 2)  Additional Information on page 2

A sample of the product was tested and found 
to be in conformity with

IEC 61851-1:2017
IEC 61851-23:2014
IEC 61851-24:2014
National Differences:
EU Group Differences

As shown in the Test Report Ref. No. which 
forms part of this Certificate

GZES250400628001, 
GZES250400628002, 
GZES250400628003

This CB Test Certificate is issued by the National Certification Body

SGS Fimko Ltd
Takomotie 8 
FI-00380 Helsinki, Finland

Date: 2025-06-20 Signature:

Ralf Klingberg
Certification Manager
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Name and address of the factories:
1. Wanbang Digital Energy Co., Ltd.
No.39 Longhui Road, Wujin High-tech Zone, Changzhou, Jiangsu, China

2. Wanbang Digital Energy Co., Ltd.
186 Fenglin South Road, Wujin High-tech Zone, Changzhou, Jiangsu, China

Additional information:
Definition of Model name: EVD2SxTyBzab
“x” means “Power”, it can be “120, 150, 180, 240 or 320”
“120” indicates “120kW”, “150” indicates “150kW”, “180” indicates “180kW”, “240” indicates 
“240kW”
“320” indicates “320kW”
“T” means “Touch Screen”
“y” means “Charging Connector A”, it can be “0 or B”
“0” indicates “none”, “B” indicates “Type of CCS2 Charging Connector”
“B” means “Charging Connector B”
It indicates “Type of CCS2 Charging Connector”
“z” means “Cable length”, it can be “blank, C5 or C7”
“blank” indicates “Default usable length is 5m with cable management”, “C5” indicates “5m without 
cable management”, “C7” indicates “7.5m without cable management”
“a” means “Credit card reader”, it can be “Blank or CCx”(x can be blank or 1)
“Blank” indicates “without payment terminal”, “CC” indicates “with payment terminal(Payter)”
“CC1” indicates “with payment terminal(PAX)”
“b” means “Marketing”, it can be “Blank, -AN, -G, T or -IEC”
“Blank” indicates “for Europe”, “-AN” indicates “for Australia/New Zealand”
“-G” indicates “for Germany”, “-T” indicates “for Turkey”, “-IEC” indicates “for Rest of World”

Ratings and principal characteristics:
Input: AC 380-415V, 3P+N+PE, 50/60Hz, 
Max.507A a.c.(320kW series)/Max.380A a.c.(240kW series)/
Max.285A a.c.(180kW series)/Max.283A a.c.(150kW series)/
Max.190A a.c.(120kW series)
Output: 150~1000Vd.c., 0~300A d.c.(Boost max.500A for 320kW/240kW/180kW/150kW series, 
Boost max.400A for 120kW series)
Power: Max.320kW/240kW/180kW/150kW/120kW
IK10(Screen IK08), Operating Temp.: -30 to 50°C(Up to 55°C with derating)

SGS Fimko Ltd
Takomotie 8 
FI-00380 Helsinki, Finland

Date: 2025-06-20 Signature:

Ralf Klingberg
Certification Manager
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