Annex to the Getting Started “H““ ‘l “ “m“
with Altivar Machine ATV320 NVE2177713

Short-Circuit Current Ratings (SCCR) and Branch Circuit Protection

The combinations in the table below have been tested per UL61800-5-1 (Reference UL file E116875). These ratings allow proper coordination
of short circuit protection.

Altivar Machine ATV320 drives are provided with integral overload and over-speed monitoring after activation of the function [Mot THR memo]
and can provide motor overload protection at 100% of the full load motor current. The motor thermal protection current [Mot. therm. current]
must be set to the rated current indicated on the motor nameplate.

For more information refer to the ATV320 programming manual (https://www.se.com/ww/en/download/document/NVE41295/).

The opening of the branch circuit protective device may be an indication that a fault current has been interrupted.

A A DANGER

HAZARD OF ELECTRIC SHOCK, EXPLOSION, OR ARC FLASH

+ Current-carrying parts and other components of the controller should be examined and replaced if damaged.
« If burnout of the current element of an overload relay occurs, the complete overload relay must be replaced.
Failure to follow these instructions will result in death or serious injury.

HAZARD OF ELECTRIC SHOCK, EXPLOSION, OR ARC FLASH

Any association other than those provided, validated, or officially specified must undergo:
« complete normative testing,

» performed by a Certified Competent Body,

+ confirming that 100% of the applicable standards remain fully covered.

Failure to follow these instructions will result in death or serious injury.

Without such testing and validation, system compliance can no longer be guaranteed, and Schneider Electric cannot be held responsible for any
situation resulting from the customer’s own choices or actions.

Schneider
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Use 75°C (167°F) copper conductor with the AWG wire size shown on nameplate for all sizes.

Suitable for use on a circuit capable of delivering not more than __X__ rms symmetrical kiloamperes, __Y__ Volts maximum, when protected by _ Z1__
with a maximum rating of __ 72 .

Altivar 320 Short Circuit Current Ratings 1. 2 e ’
With Enclosure, Without Line Reactorg Minimum Pl GG LS With GV-P Fuses Line Reactor
Input . Catal E\I;c:osure PowerPact 3 SCCR GV-P (21, Z2) SCCR 600 V 6| SCCR Min. Value 10
Voltage | Power Ratings atalog olume Catalog X) T E4 Voltage P 71X Class J x)
50/60 Hz Number8 Number ype Rating |  oWer (21, 22)
(Y) KW HP L in3 (z1, 22) kA - Vv HP KA A KA mH A
018 | 1/4 | ATV320U02M2- | 53 | 3223 | H-L36015 | 572 | GV2P08 240 73 | 512 7 512 | — -
037 | 172 | ATV320U04M2- | 53 | 3223 | H-L36015 | 52 | GV2P10 240 12 | 512 15 512 | _ Z
055 | 3/4 | ATV320U0BM2- | 53 | 3223 | H-L36015 | 572 | GV2P14 240 112 | 512 25 512 | _ -
0.75 1 ATV320U07M2- | 53 | 3223 | H-L36015 | 52 | GV2P16 240 2 512 25 512 | _ Z
2s4i?1g;|/:-c 14 | 112 | ATV320U11M2+ | 53 | 3223 | H-L36020 | 572 | GV2P16 240 2 512 25 512 | — -
ohase |15 2 ATV320U15M2- | 53 | 3223 | H-L36030 | 52 | GV2P20 240 3 512 20 512 | _ Z
22 3 ATV320U22M2- | 53 | 3223 | H-L36035 | 572 | GV3P32 240 3 512 5 512 | _ -
4 5 | ATV320U75M3C | 53 | 3223 | H-L36050 | 512 | GV3P40 240 5 512 70 512 | _ Z
55 75 | ATV320D11M3C | 53 | 3223 | H-L36070 | 5 GV3P50 240 75 5 100 | 512 | - -
75 10 | ATV320D15M3C | 53 | 3223 | H-L36090 | 5 GV3P65 240 10 5 100 | 512 | — -
018 | 1/4 | ATV320U002M3C | 53 | 3223 | H-L36015 | 5 GV2P08 240 304 5 5 5 - -
037 | 172 | ATV320U04M3C | 53 | 3223 | H-L36015 | 5 GV2P08 240 304 5 7 5 Z Z
055 | 3/4 | ATV320U06M3C | 53 | 3223 | H-L36015 | 5 GV2P10 240 7172 5 15 5 - -
0.75 1 ATV320U07M3C | 53 | 3223 | H-L36015 | 5 GV2P10 240 1172 5 15 5 Z -
11 | 112 | ATV320U11M3C | 53 | 3223 | H-L36015 | 5 GV2P14 240 3 5 25 5 - -
240Vac | 15 2 | ATV320U15M3C | 53 | 3223 | H-L36015 | 5 GV2P14 240 3 5 25 5 - Z
Three- | 2.2 3 | ATV320U22M3C | 53 | 3223 | H-L36020 | 5 GV2P16 240 3 5 25 5 - -
phase 3 3 | ATV320U30M3C | 53 | 3223 | H-L36020 | 5 GV2P20 240 5 5 45 5 - -
2 5 | ATV320U40M3C | 53 | 3223 | H-L36030 | 5 GV2P21 240 75 5 25 5 - -
55 75 | ATV320U55M3C | 53 | 3223 | H-L36040 | 22 | GV3P40 240 10 22 60 22 Z Z
75 10 | ATV320U75M3C | 53 | 3223 | H-L36050 | 22 | GV3P50 240 15 22 70 22 - -
11 15 | ATV320D11M3C | 53 | 3223 | H-L36070 | 22 | GV3P65 240 20 22 100 22 Z -
15 20 | ATV320D15M3C | 53 | 3223 | H-L36090 | 22 | GVAPB80S | 240 20 22 100 22 — —
037 | 172 | ATV320U07N4- | 53 | 3223 | H-L36015 | 5 GV2P08 | 480Y/277| 2 5 6 5 - -
055 | 3/4 | ATV320U11N4- | 53 | 3223 | H-L36015 | 5 GV2P08 | 480Y/277| 2 5 12 5 - -
0.75 1 ATV320U15N4 | 53 | 3223 | H-L36015 | 5 GV2P10 | 480Y/277| 3 5 12 5 Z -
11 | 11/2 | ATV320U22N4 | 53 | 3223 | H-L36015 | 5 GV2P14 | 480Y/277| 5 5 15 5 - -
4;?};:? 15 2 ATV320U30N4 | 53 | 3223 | H-L36015 | 5 GV2P14 | 480Y/277| 5 5 175 5 Z Z
ohase |22 3 ATV320U40N4 | 53 | 3223 | H-L36015 | 5 | GV3P135 |480Y/277| 75 5 25 5 - -
3 3 ATV320U55N4- | 53 | 3223 | H-L36020 | 22 | GV3P185 |480Y/277| 10 22 20 22 Z Z
4 5 ATV320U75N4 | 53 | 3223 | H-L36030 | 22 | GV3P255 |480Y/277| 15 22 20 22 - -
55 75 | ATV320D11N4- | 53 | 3223 | H-L36040 | 22 | GV3P32 |480Y/277| 20 22 60 22 - Z
75 10 | ATV320D15N4- | 53 | 3223 | H-L36050 | 22 | GV3P40 | 480Y/277| 25 22 60 22 - -
037 | 172 | ATV320U04N4- | 53 | 3223 | H-L36015 | 5 GV2P07 | 480Y/277| 1 5 6 5 - -
055 | 3/4 | ATV320U06N4- | 53 | 3223 | H-L36015 | 5 GV2P07 | 480Y/277| 1 5 6 5 - -
0.75 1 ATV320U07N4 | 53 | 3223 | H-L36015 | 5 GV2P08 | 480Y/277| 2 5 6 5 Z Z
11 | 112 | ATV320U1iIN& | 53 | 3223 | H-L36015 | 5 GV2P08 | 480Y/277| 2 5 12 5 - -
15 2 ATV320U15N4 | 53 | 3223 | H-L36015 | 5 GV2P10 | 480Y/277| 3 5 12 5 - -
4$r?r;’:_° 22 3 ATV320U22N4 | 53 | 3223 | H-L36015 | 5 GV2P14 |480Y/277| 5 5 15 5 - Z
phase 3 3 ATV320U30N4+ | 53 | 3223 | H-L36015 | 5 GV2P14 | 480Y/277| 5 5 175 5 Z Z
4 5 ATV320U40N4 | 53 | 3223 | H-L36015 | 5 | GV3P135 |480Y/277| 75 5 25 5 - -
55 75 | ATV320U55N4- | 53 | 3223 | H-L36020 | 22 | GV3P185 |480Y/277| 10 22 20 22 Z Z
75 10 | ATV320U75N4- | 53 | 3223 | H-L36030 | 22 | GV3P255 |480Y/277| 15 22 20 22 - -
11 15 | ATV320D11N4- | 53 | 3223 | H-L36040 | 22 | GV3P32 |480Y/277| 20 22 60 22 Z -
15 20 | ATV320D15N4 | 53 | 3223 | H-L36050 | 22 | GV3P40 |480Y/277| 25 22 60 22 - -
185 25 | ATV320D18N4C | 63 | 3840 | H-L36060 | 22 | GV3P50 |480Y/277 | 30 22 70 22 - =
22 30 | ATV320D22N4C | 63 | 3840 | H-L36070 | 22 | GV3P50 | 480Y/277 | 30 22 80 22 = -
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Altivar 320 Short Circuit Current Ratings bz With Circuit Breaker With GV-P Fuses

With Enclosure, With Line Reactor Minimum Line Reactor
Input b . E\r;gllzizjere PowerPact 3 | gccRr GV-P (21, Z2) SCCR CIGOO YJ 6| SCCR Min. Value 10
Voltage | Power Ratings Catalog Catalog X) | TypeE4 Voltage 5 o 7|~ (x) ass )
50/60 Hz Number & Number Rating (21, 22)
(Y) kW HP L in3 (21,Z22) | kA - \ HP kA A kA | mH A
0.18 1/4 ATV320U02M2- 53 3223 H+L36015 65 GV2P08 240 1/3 65 7 100 2.5 3
0.37 1/2 ATV320U04M2- 53 3223 H-L36015 65 GV2P10 240 1/2 65 15 100 2.5 5
0.55 3/4 ATV320U06M2- 53 3223 H-L36015 65 GV2P14 240 11/2 65 25 100 2.5 5
0.75 1 ATV320U07M2- 53 3223 H-L36015 65 GV2P16 240 2 65 25 100 2.5 7
284|?19\|/ea_c 1.1 11/2 ATV320U11M2- 53 3223 H-L36020 65 GV2P16 240 2 65 25 100 1 10
phase 1.5 2 ATV320U15M2- 53 3223 H-L36030 65 GV2P20 240 3 65 40 100 1 13
2.2 3 ATV320U22M2- 53 3223 H-L36035 65 GV3P32 240 3 65 45 100 1 18
4 5 ATV320U75M3C 53 3223 H-L36050 65 GV3P40 240 5 65 70 100 0.4 35
5.5 7.5 ATV320D11M3C 53 3223 H-L36070 65 GV3P50 240 7.5 65 100 100 0.3 47
7.5 10 ATV320D15M3C 53 3223 H-L36090 65 GV3P65 240 10 65 100 100 0.2 65
0.18 1/4 ATV320U02M3C 53 3223 H+L36015 65 GV2P08 240 3/4 65 5 100 6.4 1
0.37 1/2 ATV320U04M3C 53 3223 H-L36015 65 GV2P08 240 3/4 65 7 100 6.4 1.6
0.55 3/4 ATV320U06M3C 53 3223 H-L36015 65 GV2P10 240 11/2 65 15 100 6.4 2.3
0.75 1 ATV320U07M3C 53 3223 H-L36015 65 GV2P10 240 11/2 65 15 100 6.4 3.1
1.1 11/2 ATV320U11M3C 53 3223 H-L36015 65 GV2P14 240 3 65 25 100 1.5 4.4
240 Vac 1.5 2 ATV320U15M3C 53 3223 H-L36015 65 GV2P14 240 3 65 25 100 1.5 6
Three- 2.2 3 ATV320U22M3C 53 3223 H-L36020 65 GV2P16 240 3 65 25 100 1 9
phase 3 3 ATV320U30M3C 53 3223 H-L36020 65 GV2P20 240 5 65 45 100 0.8 12
4 5 ATV320U40M3C 53 3223 H-L36030 65 GV2P21 240 7.5 65 45 100 0.8 15
5.5 7.5 ATV320U55M3C 53 3223 H-L36040 65 GV3P40 240 10 65 60 100 0.5 21
7.5 10 ATV320U75M3C 53 3223 H-L36050 65 GV3P50 240 15 65 70 100 0.4 28
11 15 ATV320D11M3C 53 3223 H+L36070 65 GV3P65 240 20 65 100 100 0.3 41
15 20 ATV320D15M3C 53 3223 H-L36090 65 GV4PB80S 240 20 65 100 100 0.2 55
0.37 12 ATV320U07N4- 53 3223 H-L36015 65 GV2P08 | 480Y/277 2 65 6 100 12 2
0.55 3/4 ATV320U11N4- 53 3223 H-L36015 65 GV2P08 |480Y/277 2 65 12 100 6.8 2.9
0.75 1 ATV320U15N4- 53 3223 H-L36015 65 GV2P10 | 480Y/277 3 65 12 100 6.8 3.7
1.1 11/2 ATV320U22N4- 53 3223 H+L36015 65 GV2P14 | 480Y/277 5 65 15 100 5 5.4
4S8I(r)19\|/:—c 1.5 2 ATV320U30N4- 53 3223 H-L36015 65 GV2P14 | 480Y/277 5 65 17.5 100 3 7.4
phase 2.2 3 ATV320U40N4- 53 3223 H-L36015 65 GV3P13° |480Y/277 7.5 65 25 100 3 10
3 3 ATV320U55N4. 53 3223 H+L36020 65 GV3P18° |480Y/277 10 65 40 100 2.5 14
4 5 ATV320U75N4. 53 3223 H+L36030 65 GV3P25° |480Y/277 15 65 40 100 1.5 18
5.5 7.5 ATV320D11N4- 53 3223 H-L36040 65 GV3P32 | 480Y/277 20 65 60 100 1.2 25
7.5 10 ATV320D15N4. 53 3223 H+L36050 65 GV3P40 | 480Y/277 25 65 60 100 0.8 34
0.37 12 ATV320U04N4- 53 3223 H+L36015 65 GV2P07 | 480Y/277 1 65 6 100 12 1
0.55 3/4 ATV320U06N4+ 53 3223 H-L36015 65 GV2P07 | 480Y/277 1 65 6 100 12 1.3
0.75 1 ATV320U07N4- 53 3223 H+L36015 65 GV2P08 | 480Y/277 2 65 [ 100 12 1.7
1.1 1172 ATV320U11N4. 53 3223 H+L36015 65 GV2P08 | 480Y/277 2 65 12 100 6.8 24
1.5 2 ATV320U15N4- 53 3223 H-L36015 65 GV2P10 | 480Y/277 3 65 12 100 6.8 3.2
2.2 3 ATV320U22N4. 53 3223 H-L36015 65 GV2P14 | 480Y/277 5 65 15 100 5 4.7
3 3 ATV320U30N4. 53 3223 H-L36015 65 GV2P14 | 480Y/277 5 65 17.5 100 3 6.2
4 5 ATV320U40N4- 53 3223 H-L36015 65 GV3P13°5 |480Y/277 7.5 65 25 100 3 8
5.5 7.5 ATV320U55N4- 53 3223 H-L36020 65 GV3P185 |480Y/277 10 65 40 100 2.5 11
7.5 10 ATV320U75N4. 53 3223 H+L36030 65 GV3P25° |480Y/277 15 65 40 100 1.5 15
4.%?";/:_(: 11 15 ATV320D11N4- 53 3223 H-L36040 65 GV3P32 | 480Y/277 20 65 60 100 1.2 22
phase 15 20 ATV320D15N4- 53 3223 H+L36050 65 GV3P40 |480Y/277 25 65 60 100 0.8 29
18.5 25 ATV320D18N4C 63 3840 H-L36060 65 GV3P50 480Y/277 30 65 70 100 0.7 36
22 30 ATV320D22N4C 63 3840 H-L36070 65 GV3P50 480Y/277 30 65 80 100 0.7 42
0.37 1/2 ATV320U04N4C | 30.2 1844 H-L36015 65 GV2P07 | 480Y/277 1 65 6 65 12 1
0.55 3/4 ATV320U06N4C | 30.2 1844 H-L36015 65 GV2P07 | 480Y/277 1 65 6 65 12 1.3
0.75 1 ATV320U07N4C 30.2 1844 H-L36015 65 GV2P08 | 480Y/277 2 65 6 65 12 1.7
1.1 11/2 ATV320U11N4C | 30.2 1844 H<L36015 65 GV2P08 | 480Y/277 2 65 12 65 6.8 2.4
1.5 2 ATV320U15N4C 30.2 1844 H+L36015 65 GV2P10 | 480Y/277 3 65 12 65 6.8 3.2
2.2 3 ATV320U22N4C | 30.2 1844 H<L36015 65 GV2P14 | 480Y/277 5 65 15 65 5 4.7
3 3 ATV320U30N4C 30.2 1844 H-L36015 65 GV2P14 | 480Y/277 5 65 17.5 65 3 6.2
4 5 ATV320U40N4C | 30.2 1844 H-L36015 65 GV3P135 [480Y/277 7.5 65 25 65 3 8
5.5 7.5 ATV320U55N4C | 30.2 1844 H+L36020 65 GV3P185 |480Y/277 10 65 40 65 2.5 11
7.5 10 ATV320U75N4C | 30.2 1844 H-L36030 65 GV3P255 |480Y/277 15 65 40 65 1.5 15
0.75 1 ATV320U07S6C 53 3223 H+L36015 22 GV3P13 | 600Y/347 10 22 6 22 10 1.4
1.5 2 ATV320U15S6C 53 3223 H-L36015 22 GV3P13 | 600Y/347 10 22 6 22 10 24
600 Vac 2.2 3 ATV320U22S6C 53 3223 H-L36015 22 GV3P13 | 600Y/347 10 22 10 22 5 3.3
Three- 4 5 ATV320U40S6C 53 3223 H+L36015 22 GV3P13 | 600Y/347 10 22 15 22 5 6
phase 5.5 7.5 ATV320U55S6C 53 3223 H+L36025 22 GV3P13 | 600Y/347 10 22 20 22 2.5 8
7.5 10 ATV320U75S6C 53 3223 H+L36030 22 GV3P13 | 600Y/347 10 22 25 22 2.5 11
11 15 ATV320D11S6C 53 3223 H-L36045 22 GV3P18 | 600Y/347 15 22 35 22 1.2 16
15 20 ATV320D15S6C 53 3223 H+L36060 22 GV3P25 | 600Y/347 20 22 45 22 1.2 22
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Altivar 320 Short Circuit Current Ratings ' With GV-P R
UL Type 1 (with optional UL Type 1 conformity kits) Line Reactor
Input Voltage Power Ratings 4 Gv\.I:I(ti‘lg,eZZ) 7 SCCR | 600V Class J© SCCR in: Value
50/60 Hz (Y) Catalog Number 8 Type E Rating Power (X) (21, Z22) (X)
kW HP - Vv HP kA A kA mH A
0.18 1/4 ATV320U02M2C — — - - 7 512 - —
0.37 1/2 ATV320U04M2C - - - - 15 512 - -
0.55 3/4 ATV320U06M2C — - - - 25 512 - -
0.75 1 ATV320U07M2C - - - - 25 512 - -
240 Vac 1.1 11/2 ATV320U11M2C - - - - 25 512 - -
Single-phase 1.5 2 ATV320U15M2C - — - - 40 512 - —
2.2 3 ATV320U22M2C — — - - 45 512 — —
4 5 ATV320U75M3C - - - - 70 512 - -
55 75 ATV320D11M3C - - - - 100 512 - -
7.5 10 ATV320D15M3C — — - - 100 512 - —
0.18 1/4 ATV320U02M3C — — — — 5 5 — —
0.37 1/2 ATV320U04M3C - - - - 7 5 - -
0.55 3/4 ATV320U06M3C — - - - 15 5 - -
0.75 1 ATV320U07M3C - - - - 15 5 - -
1.1 11/2 ATV320U11M3C — — - - 25 5 — —
1.5 2 ATV320U15M3C - - - - 25 5 - -
Threontsse |22 3 ATV320U22M3C - = = = 25 5 = =
3 3 ATV320U30M3C - - - - 45 5 - -
4 5 ATV320U40M3C — — - - 45 5 — —
5.5 7.5 ATV320U55M3C - - - - 60 5 - -
7.5 10 ATV320U75M3C — = — — 70 5 — —
11 15 ATV320D11M3C - - - - 100 5 - -
15 20 ATV320D15M3C — — — — 100 5 - —
0.37 1/2 ATV320U07N4C - - - - 6 5 - -
0.55 3/4 ATV320U11N4C — — - - 12 5 - —
0.75 1 ATV320U15N4C - - - - 12 5 - -
1.1 11/2 ATV320U22N4C — — - - 15 5 — —
480 Vac 1.5 2 ATV320U30N4C — — - - 17.5 5 - -
Single-phase 2.2 3 ATV320U40N4C - — - - 25 5 — —
3 3 ATV320U55N4. - - - - 40 5 - -
4 5 ATV320U75N4. — = — — 40 5 — =
5.5 7.5 ATV320D11N4- - - - - 60 22 - -
7.5 10 ATV320D15N4. — — — — 60 22 — —
0.37 1/2 ATV320U04N4C - - - - 6 5 - -
0.55 3/4 ATV320U06N4C - - - - 6 5 - -
0.75 1 ATV320U07N4C - — - - 6 5 - -
1.1 1172 ATV320U11N4C - — - - 12 5 - —
1.5 2 ATV320U15N4C - — - - 12 5 - —
2.2 3 ATV320U22N4C - — - - 15 5 - —
3 3 ATV320U30N4C - - - - 17.5 5 - -
4 5 ATV320U40N4C - — - - 25 5 - —
5.5 7.5 ATV320U55N4. - — - - 40 5 - —
7.5 10 ATV320U75N4. - — - - 40 5 - —
11 15 ATV320D11N4 - — - - 60 22 - —
480 Vac 15 20 ATV320D15N4- — — - - 60 22 - -
Three-phase 18.5 25 ATV320D18N4C - - - - 70 5 - -
22 30 ATV320D22N4C - - - - 80 5 - -
0.37 12 ATV320U04N4C GV2P07 | 480Y/277 1 65 6 65 12 1
0.55 3/4 ATV320U06N4C GV2P07 480Y/277 1 65 6 65 12 1.3
0.75 1 ATV320U07N4C GV2P08 480Y/277 2 65 6 65 12 1.7
1.1 112 ATV320U11N4C GV2P08 480Y/277 2 65 12 65 6.8 2.4
1.5 2 ATV320U15N4C GV2P10 480Y/277 3 65 12 65 6.8 3.2
2.2 3 ATV320U22N4C GV2P14 480Y/277 5 65 15 65 5 4.7
3 3 ATV320U30N4C GV2P14 480Y/277 5 65 17.5 65 3 6.2
4 5 ATV320U40N4C GV3P135 480Y/277 7.5 65 25 65 3 8
0.75 1 ATV320U07S6C — — - - 6 5 10 1.4
1.5 2 ATV320U15S6C - - - - 6 5 10 24
2.2 3 ATV320U22S6C - - - - 10 5 5 3.3
600 Vac 4 5 ATV320U40S6C — - - - 15 5 5 6
Three-phase 5.5 7.5 ATV320U55S6C - - - - 20 5 2.5 8
7.5 10 ATV320U75S6C — — - - 25 5 2.5 11
11 15 ATV320D11S6C - - - - 35 5 1.2 16
15 20 ATV320D15S6C — — — — 45 5 1.2 22

www.se.com

417

NVE21777 - 09/2026



GEI¥;:::2102$|1°“ Circuit Current Ratings 1 With Circuit Breaker With GVeP E
Without
Input PowerPact| Line With Line reactor GV-P (21, Z2) 600 V
VoI‘t)age Power Ratings Catalog 3 Catalog | reactor S?X(;R Class J 6 S?)SR
50/60 Hz Number 8 Number | SCCR | SCCR | Line Reactor Min Voltage [, 7 (Z1, 22)
(Y) (21, 22) (X) (X) Value 10 Type E4 | Rating
kw HP kA kA mH A \% HP kA A kA
0.18 1/4 | ATV320U02M2W(S) | H-L36015 22 65 2.5 3 GV2P08 240 1/3 65 7 11 100
0.37 12 | ATV320U04M2W(S) | H-L36015 22 65 2.5 5 GV2P10 240 1/2 65 15 11 100
240Vac | 0.55 3/4 | ATV320U06M2W(S) | H-L36015 22 65 2.5 5 GV2P14 240 11/2 65 25 11 100
Single- 0.75 1 ATV320U07M2W(S) | H-L36015 22 65 2.5 7 GV2P16 240 2 65 25 11 100
phase 1.1 11/2 | ATV320U11M2W(S) | H-L36020 22 65 1 10 GV2P16 240 2 65 25 1 100
15 2 ATV320U15M2W(S) | H-L36030 22 65 1 13 GV2P20 240 3 65 40 100
2.2 3 ATV320U22M2W(S) | H-L36035 22 65 1 18 GV3P32 240 3 65 45 100
0.37 1/2 | ATV320U04N4W(S) | H-L36015 22 65 12 1 GV2P07 | 480Y/277 1 65 611 100
0.55 3/4 | ATV320U0BN4W(S) | H-L36015 22 65 12 1.3 GV2P07 | 480Y/277 1 65 611 100
0.75 1 ATV320U07N4W(S) | H-L36015 22 65 12 1.7 GV2P08 | 480Y/277 2 65 611 100
1.1 11/2 | ATV320U11N4W(S) | H-L36015 22 65 6.8 2.4 GV2P08 | 480Y/277 2 65 121 100
4$£r::_° 1.5 2 ATV320U15N4W(S) | H-L36015 22 65 6.8 3.2 GV2P10 | 480Y/277 3 65 121 100
phase 2.2 3 ATV320U22N4W(S) | HL36015 22 65 5 4.7 GV2P14 | 480Y/277 5 65 1511 100
3 4 ATV320U30N4W(S) | H-L36015 22 65 3 6.2 GV2P14 | 480Y/277 5 65 17511 100
4 5 ATV320U40N4W(S) | HL36015 22 65 3 8 GV3P13° | 480Y/277 | 7.5 65 2511 100
5.5 7.5 | ATV320U55N4W(S) | H-L36020 22 65 25 11 | GV3P18°5 | 480Y/277 10 65 40 100
7.5 10 ATV320U75N4W(S) | H-L36030 22 65 1.5 15 | GV3P25°5 | 480Y/277 15 65 40 100
1. The amp rating of the short circuit protection devices in the table are maximum values. Smaller amp sizes may be used.

10.
11.
12.

Branch circuit protection must be provided in accordance with the National Electrical Code and any additional local codes.

Ratings apply to an Altivar 320 drive mounted in a Type 1, 3R, 4(X) or 12 rated enclosure. Minimum enclosure volume allows for specified
SCCR. Thermal requirements may require a larger enclosure.

Circuit breaker part number designations: * = short circuit current rating.

For 240 V range, use * = D for 25 kA, G for 65 kA, J for 65 kA, L for 65 kA, R for 65 kA.
For 480 V range, use * = D for 18 kA, G for 35 kA, J for 65 kA, L for 65 kA, R for 65 kA.
For 600 V range, use « = D for 14 kA, G for 18 kA, J for 22 kA, L for 22 kA, R for 22 kA.

For GV2P/3P use, 480 V and 600 V ratings are for Wye connected electrical distribution systems. GV2P+« self protected manual combination
starter must be used with GV2GH7 insulating barrier to meet UL 508 Type E rating. GV3P+ self protected manual combination starter must
be used with GV3G66 + GVAM11 insulating barrier and auxiliary contact to meet UL 508 Type E rating. The GVAM11 provides a visual
indication if the GV3P has tripped.

GV2P products detailed below can be used in place of the GV3P products for obtaining the ratings listed in the SCCR column for ratings
listed lower than 10 kA, or ratings limited to 10 kA for ratings listed higher than 10 kKA.
GV2P16 for GV3P13, GV2P20 for GV3P18, GV2P22 for GV3P25.

Use Class CC or J fast acting or time delay.

UL61800-5-1 Par. 6.3.7DV.2.1.1 require publishing the standard Type E combination motor controller power rating since this is a basic
identification marking of type E devices.

However, when applied as an input overcurrent protective device for a drive, the rated current of the Type E combination motor controller,
not the rated power, is the key parameter for dimensioning (reference UL61800-5-1Par. 5.2.3.6.2DV.4.1.11 & 5.2.3.6.2DV.4.1.12).
Schneider Electric GV+P Type E combination motor controllers are adjustable, their current range is shown on the adjustment dial and their
selection is based on the input current and not the power rating of the drive.

Catalog Number designations: « = B for the book form factor drives and C for compact form factor drives.
Order optional UL Type 1 conformity kits separately.

Reactor from Altivar 320 catalog or MTE series: RLW, do not substitute.

30 A class J fuse can be used in place of fuse rating listed.

Despite a 5 kA SCCR, the thermal design is for 1 kA as indicated in the catalog. For an operating at 5 kA, do not exceed 45 °C (113 °F)
ambient temperature at nominal load, or reduce slightly the load not to operate over the input current given in the catalog.

Note:

* Integral solid state short circuit protection in the drive does not provide branch circuit protection. Branch circuit protection must be provided in
accordance with the National Electrical Code and any local codes.

* The Altivar 320 drive has a 100 kA interrupt rating on the output of the drive. In addition to providing a rating based on shorting the output of the
drive, these short circuit current ratings have been obtained by shorting components internal to the Altivar 320. These ratings allow proper
coordination of short circuit protection
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The Short-Circuit Current Ratings (SCCR) and Branch Circuit Protection combinations have been tested per IEC61800-5-1
and are in the Altivar Machine ATV320 installation manual. For more information refer to the
Altivar Machine ATV320 installation manual (https://www.se.com/ww/en/download/document/NVE41289/).

Schneider
ﬁEIectric

MANUFACTURER
Schneider Electric Industries SAS
1884 Boulevard de la Défense
92000 Nanterre

France

UK
CA

UK REPRESENTATIVE
Schneider Electric Limited
Stafford Park 5

Telford, TF3 3BL

United Kingdom

Schneider

Mpeobpa3soBaTenb YacToTbl cepun Altivar

OCHOBHbIE NMapaMeTpbl U XapaKTePUCTUKIN yKasaHbl Ha MapKUPOBKe
nsgenvs.

HavnmeHoBaHune CTpaHbl, rae U3rotoBreHo nsgenve, ykasaHo Ha yrnakoBke.

MpeobGpa3zoBaTenb YacToThl NpeAHa3HauYeH Ars ynpaBreHust
ACUHXPOHHBLIMW U CUHXPOHHBLIMUW 3NEKTPOABUIaTENSIMU C MOCTOSIHHBIMM
MarHuTamm (MOXeT OTnMyaThbCs Ans pasHblix TUNOB NpeobpasoBaTenei
4acToThl).

BesonacHocTb NnpumeHeHus o6opyaoBaHns obecneunBaeTcs ero
3KcnnyaTaumen B yCTaHOBIEHHbIX U3rOTOBUTENEM YCIOBUSIX
KBanuuULMpOBaHHbLIM NEPCOHANOM.

[MpaBuna 1 ycnoBusa MOHTaxa, XpaHeHusl, NepeBo3ku
(TpaHcnopTMpoBaHUS), peanuaauun 1 yTUnmn3auum cornacHo MHCTPYKLUm
no aKcnnyaTtaumm, pasmeLLleHHON Ha canTe U3roToBUTENS.

OTKnoYMTE CMINOBOE NMUTaHWe OT NpeobpasoBaTens 4acToThl B Cryyae
BO3HVMKHOBEHUSA He cOpacbiBaeMOn HENCNPABHOCTU U AOXANTECH
noracaHus akpaHa rpacuyeckoro TepMmHana.

Hargnte npnynHy HeMcnNpaBHOCTU N yCTpaHUTE ee.

MoakntounTe NUTaHKe: 3To NpMBeaeT K coOpocy GNOKMPOBKY
npeobpasoBaTens 4acToTbl NO OWnbKe, ecny NpUuYnHa BO3HUKHOBEHNS
yCTpaHeHa.

B HeKkoTOopbIX Cry4asax MOXeT NPOM30TU aBTOMAaTUYECKUA NOBTOPHbIN
3anyck B paboTy nocne ncYe3HOBEHUSI HEUCMPABHOCTU 1 cBpoca oLnBKM,
ecnu ata dyHKuus Gbina 3sanporpammmnpoBaHa.

YNONHOMO4YEHHBIN nocTaBLumk B Pecnybnvke KasaxcraH:
TOO «WHenaep AnekTpuk»

Appec: 050010, PK, r. Anmatbl, np. JocTbik, 38,

BusHec LUeHTp «KeH Oana», 5 atax, neBoe KpbIo.

Ten.: +7 (727) 339 23 57

Homep cny»6bl Noaaep»Kk1 KIMEHTOB:

Ten.: +7 (727) 339 24 52

[ata n3rotoBneHuns ykasaHa Ha ynakoske (nog tekctom "Made in"):
PPYYWW, raoe PP — kog 3aBoga, YY — rog n3rotoBneHus,
WW — HoMep Hegenu U3rotoBreHus.

www.se.com

Altivar cepusiCbIHbIH, XUWiNiK TypreHaipriLi

Heri3ri napameTpnep MeH cunattaManap eHiMHiH XarncblpMacbiHAa

KepPCETIfreH. ) )
OHiM LWbIFapbInFaH MEMIEKETTIH aTaybl KanTaMaaa KepceTifreH.

YKuinik Typnengipriwi TypakTbl MarHUTTEpPi 6ap aCUHXPOHAbI XaHe
CUHXPOHAbI 3NEKTP KO3FanTKbILLTapblH 6ackapyFa apHanfaH (Kuinik
TYPNEeHAIprilTepiHiH, ap Typni TUNTepi yLwiH ap Typni 60mybl MyMKiH).

YKababIKTbl nanganaHny kKayincisairi oHbiH, eHAipyLwi 6enrinerex
Xafdannapga 6inikTi MamMeHHbIH XYMbIC acaybIMEH KamMTamachI3 eTiNeL,.

©OHAipyLWiHiH BeO-canTbiHAA NanganaHy eHiHaeri Hyckayrblkka Conkec
opHary, cakTay, TacblMangay, caTy >XaHe )OI epexenepi MeH LapTTapbl
KOPCETINreH.

KannblHa kenTipyre 6onManTbiH akaynblk TyblHAAFaH XaFaanga anekTp
XKeriCiH peTTeneTiH XMIMIKTIK XXeTEKTEH aXblpaTbiHpbI3 XXoHe rpaduKanbik
Oucnnen TepMmnHarnbl COHIeHLUE KyTiHi3.

MaceneHiH cebebiH Taybin, OHbl TY3€eTiHi3.

KyaTtTbl KOCbIHbI3: erep Oyn ceben »oubinFaH bornca, Xuinik
TYPNEHAIPriWiHIH KynbiNTanyblH KanTa KannbiHa kenTipesi.

Kewnbip xafgannapaa akaynblk XonbirbIn, KynbinTanybl Kanta KkannbiHa
KenTipinreHHeH KeniH, aBTomMaTTbl TypAe KanTa icke KOCbInybl MYMKiH,
erep 6yn dyHkuusi bargapnamanaxraH 6onca.

KasakctaH PecnybnuvkacbiHaa pecMm XeTKisyLui:

XKLWC «WHenpep SnekTpuky»

Meken-xawibl: KaszakctaH Pecnybnukacbl, Anmatsl K., JOCTbIK AaH. y. 38,
«KeH Oana» busHec OpTanbifbl, 5-wi kabar.

Ten.: +7 (727) 339 23 57

KnueHTTepre Kkongay kepceTy HeMmipi:

Ten.: +7 (727) 339 24 52

HanbiHaany KyHi kanTamaga KepceTinreH (MaTiHHIH acTblHAA kepceTinreH
"Made in"): PPYYWW, myHaafbl PP - 3aybIT kogpl,
YY - ganbivgany xbinbl, WW - ganbiHgany antachbl.
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China RoHS
Hazardous Substances Table

20

BE=Y)E - Hazardous Substances

SR{EETR . \ | PR e — e | o — R | p —
Part Name | I8 x || NS | ZREER |ZR TR B (2 TE_-*EEE ZE_TEE :E_TEE

(Pb) | (Hg) | (Cd) [(Cr(VI))| (PBB) (PBDE) Zéﬁgﬁ,g? (BBP) (DBP) (DIBP)
R
Metal Parts X (0] (0] (0] (0] (0] (0] (0] (0] (0]
EERIER
Plastic Parts © © © © © © © © © ©
A . X (0] (0] (0] (0] (0] (0] (0] (0] (0]
Electronic
ks (@) (0] (0] (0] (0] (0] (0] (@) (0] (0]
Contacts
CRUiANLEL
B
Cables and| O (0] (0] (0] (0] (0] (0] (@) (@) (0]
cabling
accessories|

AEHEIKIEGB 2657280345,
O: FRZEEYRELT A RIS BB HEB SR T RE YRR ERAERIVEER
(GB 26572 HIPR{EEEK).
X: RNZEEMREMOZSNE— SRR S BB H B R - RE S ERHIERERIMEERK
(GB 26572 HIBRIEEK).

This table is made according to GB 26572.
O: Indicates that the content of this hazardous substance in all homogenous materials for this part does not exceed

the requirements of the national standard for the restriction of the use of hazardous substances in electrical

and electronic products (Limit requirements of GB 26572).

X: Indicates that the content of this hazardous substance in at least one of the homogenous materials used for this part

exceeds the requirements of the national standard for the restriction of the use of hazardous substances in electrical

and electronic products (Limit requirements of GB 26572)
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