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Applications  
 

Used in building control panels and consoles, type K cam switches allow 
control of processes and utilities in industry and buildings and direct control 
for simple machines.

Functions
Off-On/On-Off switches 1 to 4-pole 1 to 6-pole 1 to 6-pole 1 to 6-pole
Stepping switches 2 to 4-position, 1 and 2-pole 2 to 12-position, 1 to 4-pole 2 to 12-position, 1 to 4-pole –
Changeover switches 1 to 4-pole 1 to 5-pole 1 to 5-pole 1 to 4-pole
Measurement switches Voltmeter and ammeter Voltmeter and ammeter – –
Reversing switches – 2 and 3-pole 2 and 3-pole 2 and 3-pole
Reversing star-delta switches – – Star-delta Star-delta
Pole change switches – 2 and 3-speed 2 and 3-speed 2-speed

Conventional rated thermal current (Ith)
Rated insulation voltage (Ui)

 10 A
440 V

12 A
690 V

20 A
690 V

32 A
690 V

50 A
690 V

63 A
690 V

115 A
690 V

150 A
690 V

Electrical operating characteristics  AC-15 - A300
240 V - 3 A

AC-3 - 3-phase
230 V - 1.1 kW - 4.6 A
AC-15
230 V - 3 A

AC-3 - 3-phase
230 V - 2.2 kW - 8.3 A
AC-15
230 V - 4 A

AC-3 - 3-phase
230 V - 5.5 kW 
AC-15
230 V - 14 A

AC-3 - 3-phase
230 V - 7.5 kW 
AC-15
230 V - 16 A

AC-3 - 3-phase
230 V - 11 kW 
–

AC-3 - 3-phase
230 V - 15 kW 
–

AC-3 - 3-phase
230 V - 22 kW 
–

Front plate degree of protection  
 

IP 65 IP 40
IP 65 (with seal)

IP 40
IP 65 (with seal)

IP 40

Product composition   Complete switches Complete switches
Adaptable sub-assemblies
Special products (Consult our Customer 
Care Centre)

Complete switches
Adaptable sub-assemblies
Special products (Consult our Customer 
Care Centre)

 Complete switches

Compatibility Ø 16 and Ø 22 control and signaling units Ø 22 control and signaling units Ø 22 control and signaling units –

Fixing Front mounting  Single Ø 16 or Ø 22 hole Multi-fixing
Single Ø 22 hole

Multi-fixing
Single Ø 22 hole

By 4 holes on 48 mm /1.89 in. centres By 4 holes on  
68 mm/2.68 in. centres

Rear mounting  – Screw fixing, 4 holes on 36 mm/1.42 in.  
centres

Screw fixing, 4 holes on 36 mm/1.42 in. 
centres

Screw fixing, 4 holes on 48 mm/1.89 in. centres Screw fixing, 4 holes on  
68 mm/2.68 in. centres

Front plate dimensions (mm)  
 

30 x 30 mm/1.18 x 1.18 in. 45 x 45 mm/1.77 x 1.77 in.
60 x 60 mm/2.36 x 2.36 in. (adaptable 
sub-assemblies)

45 x 45 mm/1.77 x 1.77 in.
60 x 60 mm/2.36 x 2.36 in. (adaptable 
sub-assemblies)

64 x 64 mm/2.52 x 2.52 in. 88 x 88 mm/3.46 x 3.46 in.

Operating heads  
 
 

Black standard handle
Metallic legend, black marking

Black and red standard and long handles
Key operator
Metallic head
Metallic legend with black marking or 
black legend with white marking

Black and red standard and long handles
Key operator
Metallic head
Metallic legend with black marking or black 
legend with white marking

Black standard handle
Metallic legend, black marking

Approvals cULus
EN/IEC 60947-3
EN/IEC 60947-5-1

UL-CSA
EN/IEC 60947-3
EN/IEC 60947-5-1

UL-CSA
EN/IEC 60947-3
EN/IEC 60947-5-1

cULus
EN/IEC 60947-3

Type Type K10 Type K1/K2 Type K30...K150
Cam switch model K10p K1p K2p K30p K50p K63p K115p K150p

Cam switches� 3 
Type K

Selection guide� 3 
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Presentation� 3 

Functions Complete switches
10 A
See pages

Switches with 60° switching angle 9
with 45° switching angle –
with 90° switching angle –
ON-OFF with spring return from 30° to “0” position –
OFF-ON with spring return from 30° to “0” position –
OFF-ON with spring return from 120° to 90° –
OFF-ON with spring return from 30° and from 330° to “0” position –
OFF-ON with 45° switching angle –
OFF-ON with momentary-contact function –
paralleling with  “0” position –
OFF-ON changeover with spring return from 240° to 270° and 
from 120° to 90°

–

Stepping switches single-pole with or without  “0” position 9, 10
2-pole with or without “0” position 10, 11
2 to 5 step, single-pole, with or without “0” position –
2 to 5 step, 2-pole, with or without “0” position –
2 and 3 step, 3-pole, with or without “0” position –
2 to 11 step, single-pole, with “0” position –
2 to 12 step, single-pole, without “0” position –
2 to 6 step, 2-pole, with or without “0” position –
2 to 6 step, 3-pole, with or without “0” position –
2 to 5 step, 4-pole, with or without “0” position –
2 and 3 step, with “0” position + left-hand position –
3 step, without “0” position –
4 step, 4-pole, without “0” position –
2 step, with “0” position –
3 step, 2-pole, with “0” position –
5 step, 2-pole, with “0” position –

Changeover switches spring return to “0” position 11
with or without “0” position 12
1 to 4-pole with “0” position –
1 to 4-pole without “0” position –
1-pole, 2-pole, 3-pole with “0” position
star-delta and reversing star-delta –
pole change –

Voltmeter switches with “0” position 13
without “0” position –

Ammeter switches with “0” position 13
without “0” position –

Selector switches BCD encoded output, with “0” position –
BCD encoded output, without “0” position –
multi-circuit –
star-delta and reversing star-delta –

Reversing switches with “0” position –
with spring return from 330° and from 30° to “0” position –
with spring return from 315° and from 45° to “0” position –
with spring return from 240° to 270° and from 120° to 90° –
with momentary-contact function –

Pole change switches for 2-speed motors –
for 3-speed motors –

Start selector switches 3-position with “0” position –
4-position with “0” position –

Starting switches star-delta and reversing star-delta –
pole change –

Cam switches� 3 
Series K
Functions panorama

    

Complete switches
12 and 20 A

Complete switches 
12 A, with key operated lock

Adaptable sub-assemblies 
12 and 20 A

Complete switches
32 to 150 A

See pages See pages See pages See pages
– – – 76
18 – 32 –
18 – 33 77
19 – 34 –
19 – 34 –
20 – 34 –
20 – 35 –
– – 34 –
– – 35 –
– – 42 –
– – 35 –

– – – –
– – – –
21, 22 – – –
23, 24 – – –
25, 26 – – –
– – 43, 44 –

– 45, 46 –
– – 47, 48 –
– – 49, 50 –
– – 51, 52 –
– – 56 –
– 69 – –
– 70 – –
– 71 – –
– 72 – –
– 72 – –

– – – –
– – 36, 37 78
27 – – –
27 – – –
– 73 – –
– – 58, 59 –
– – 60 79

30 – 54 –
30 – 54 –

28 – 53 –
28 – 53 –

– – 39, 40 –
– – 40, 41 –
– – – –
– – 58 –

– – 38, 57 80
– – 57 –
27 – 38 –
– – 38 –
– – 38 –

– – 59, 60 80
– – –

– – – –
– 73 – –

– – – 79
– – – 80



7

Functions Complete switches
10 A
See pages

Switches with 60° switching angle 9
with 45° switching angle –
with 90° switching angle –
ON-OFF with spring return from 30° to “0” position –
OFF-ON with spring return from 30° to “0” position –
OFF-ON with spring return from 120° to 90° –
OFF-ON with spring return from 30° and from 330° to “0” position –
OFF-ON with 45° switching angle –
OFF-ON with momentary-contact function –
paralleling with  “0” position –
OFF-ON changeover with spring return from 240° to 270° and 
from 120° to 90°

–

Stepping switches single-pole with or without  “0” position 9, 10
2-pole with or without “0” position 10, 11
2 to 5 step, single-pole, with or without “0” position –
2 to 5 step, 2-pole, with or without “0” position –
2 and 3 step, 3-pole, with or without “0” position –
2 to 11 step, single-pole, with “0” position –
2 to 12 step, single-pole, without “0” position –
2 to 6 step, 2-pole, with or without “0” position –
2 to 6 step, 3-pole, with or without “0” position –
2 to 5 step, 4-pole, with or without “0” position –
2 and 3 step, with “0” position + left-hand position –
3 step, without “0” position –
4 step, 4-pole, without “0” position –
2 step, with “0” position –
3 step, 2-pole, with “0” position –
5 step, 2-pole, with “0” position –

Changeover switches spring return to “0” position 11
with or without “0” position 12
1 to 4-pole with “0” position –
1 to 4-pole without “0” position –
1-pole, 2-pole, 3-pole with “0” position
star-delta and reversing star-delta –
pole change –

Voltmeter switches with “0” position 13
without “0” position –

Ammeter switches with “0” position 13
without “0” position –

Selector switches BCD encoded output, with “0” position –
BCD encoded output, without “0” position –
multi-circuit –
star-delta and reversing star-delta –

Reversing switches with “0” position –
with spring return from 330° and from 30° to “0” position –
with spring return from 315° and from 45° to “0” position –
with spring return from 240° to 270° and from 120° to 90° –
with momentary-contact function –

Pole change switches for 2-speed motors –
for 3-speed motors –

Start selector switches 3-position with “0” position –
4-position with “0” position –

Starting switches star-delta and reversing star-delta –
pole change –

Complete switches
12 and 20 A

Complete switches 
12 A, with key operated lock

Adaptable sub-assemblies 
12 and 20 A

Complete switches
32 to 150 A

See pages See pages See pages See pages
– – – 76
18 – 32 –
18 – 33 77
19 – 34 –
19 – 34 –
20 – 34 –
20 – 35 –
– – 34 –
– – 35 –
– – 42 –
– – 35 –

– – – –
– – – –
21, 22 – – –
23, 24 – – –
25, 26 – – –
– – 43, 44 –

– 45, 46 –
– – 47, 48 –
– – 49, 50 –
– – 51, 52 –
– – 56 –
– 69 – –
– 70 – –
– 71 – –
– 72 – –
– 72 – –

– – – –
– – 36, 37 78
27 – – –
27 – – –
– 73 – –
– – 58, 59 –
– – 60 79

30 – 54 –
30 – 54 –

28 – 53 –
28 – 53 –

– – 39, 40 –
– – 40, 41 –
– – – –
– – 58 –

– – 38, 57 80
– – 57 –
27 – 38 –
– – 38 –
– – 38 –

– – 59, 60 80
– – –

– – – –
– 73 – –

– – – 79
– – – 80

� 3 
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General� 3 

The range of K10 cam switches (10 A rating) comprises only complete switches.
These products are more specifically designed for process control applications:   
b	compact size, 
b	easy to integrate with other Ø 16 mm/0.63 in. and Ø 22 mm/0.87 in. units, 
b	selection functions.

Complete switches Front mounting

b	 switches
b	 stepping switches
b	 changeover switches
b	 voltmeter switches
b	 ammeter switches

By Ø 16.3 mm/0.64 in. or Ø 22.3 mm/0.88 in. hole

Mounting Ø 16 or Ø 22 hole fixing

Locking/unlocking of the body-head assembly by spigot

Ø 16 hole fixing Ø 22 hole fixing

Cam switches� 3 
Complete switches, 10 A

          

1
2

0

2

0

3

1

1
2

0
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3

Cam switches� 3 
Complete switches and adaptable  
sub-assemblies, 12 and 20 A

The cam switches are available to suit various mounting and fixing methods.       
Fixing
Front mounting
By means of “multi-fixing” 
front plate, using 2 or 4 
screws

The “multi-fixing” concept enables the switch to be panel 
mounted using the most commonly used fixing centre 
dimensions. See drawing to left.

Fixing by 6 screws Ø 5.2 mm and 55 x 100 mm front plate.

By means of single Ø 22 mm/0.87 in. hole

Ø 22.5 mm cut-out. 
Head attaches to plate using 1/4 turn bayonet locking and 
secured on panel by 2 needle screws.

Ø 22.5 mm cut-out with anti-rotation notch. 
Head clips into body and secured on panel by fixing nut.

Rear mounting
By means of 4 holes

Switch can be directly mounted on backplate using 4 screws. 
For DIN rail mounting, an adaptor is available as an accessory. See page 68.

General (continued) � 3 

33

55
77 11
7

33

55
77 11

30 36 36

36 36

12,2

30 35
90
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Cam switches� 3 
Adaptable sub-assemblies, 12 and 20 A
Bodies (contact blocks + fixing plate)

                                    

Paralleling switches with “0” position 
Wiring diagram Switching 

programme
Switch 
position

Mounting method Reference to  
be completed  
(1)

Weight
kg/lb

1-pole for 2 loads
Front Multi-fixing KpB002GL 0.101/0.223

1-pole for 3 loads
Front Multi-fixing KpC003G 0.105/0.231

By Ø 22 mm/ 
0.87 in. hole

KpC003GX (2) 0.183/0.403

2-pole for 2 loads
Front Multi-fixing KpD012G 0.110/0.242

By Ø 22 mm/ 
0.87 in. hole

(1)	To order a cam switch with thermal current Ith = 12 A, replace the p in the reference by 1. 
Example K1B002G. 
To order a cam switch with thermal current Ith = 20 A, replace the p in the reference by 2. 
Example K2B002G.

(2)	Bodies using the Ø 22 mm/0.87 in. hole mounting method that can be fitted with chromium plated metal bezel operating 
heads, type KAXZ1ppp. 

References (continued)� 3 

Kpp0pppX

Kpp0ppp

Kpp0pppL

1
2

L1

3
4

N

r1 r2

90
1
2
3
4

450

90
1
2
3
4

450 135

5
6

1
2

L1

3
4

N

r1 r2

5
6

r3

1
2

L1

3
4

L2

r1

5
6
7
8

r2

90
1
2
3
4

450

5
6
7
8

0
45

90

0
45

90

135

0
45

90

82
15

43
82

15
44

56
06

44

http://eshop.schneider-electric.com/product.aspx?org=21&lang=1&dist=276&prod_id=K1B002G
http://eshop.schneider-electric.com/product.aspx?org=21&lang=1&dist=276&prod_id=K2B002G
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Cam switches� 3 
Adaptable sub-assemblies, 12 and 20 A
Bodies (contact blocks + fixing plate)

                                  

Stepping switches (2 to 11 step), single-pole, with “0” position
Wiring diagram  
and 
switching programme

Switch position Mounting method Reference to  
be completed  
(1)

Weight
kg/lb

3 step + “0”
Front By Ø 22 mm/0.87 in. hole KpC003Q 0.105/0.231

KpC003QX (2) 0.183/0.403

4 step + “0”
Front By Ø 22 mm/0.87 in. hole KpD004Q 0.110/0.242

5 step + “0”
Front By Ø 22 mm/0.87 in. hole KpE005QX (2) 0.208/0.458

6 step + “0”
Front Multi-fixing KpF006QL 0.156/0.344

By Ø 22 mm/0.87 in. hole KpF006Q 0.140/0.309

7 step + “0”
Front Multi-fixing KpG007QL 0.176/0.388

(1)	To order a cam switch with thermal current Ith = 12 A, replace the p in the reference by 1. 
Example K1B002Q. 
To order a cam switch with thermal current Ith = 20 A, replace the p in the reference by 2. 
Example K2B002Q.

(2)	Bodies using the Ø 22 mm/0.87 in. hole mounting method that can be fitted with chromium plated metal bezel operating heads, 
type KAXZ1ppp. 

References (continued)� 3 

Kpp0pppX

Kpp0ppp

Kpp0pppL

1
2
3
4

5
6

7
8

9
10

11
12

13
14

2

3

4

5

6

7
1 2 3 4 5 6 7

L1

90
1

450

2

2
3
4
5
6
7
8
9
10
11
12
13
14

135 180 225 270 315

3

4

5

6

7

0
45

90

135
180

0
45

90

135
180

225

0
45

90

135
180

225

270

0
45

90

135
180

225

270

315

0
45

90

135

82
15

43
82

15
44

56
06

44

http://eshop.schneider-electric.com/product.aspx?org=21&lang=1&dist=276&prod_id=K1B002Q
http://eshop.schneider-electric.com/product.aspx?org=21&lang=1&dist=276&prod_id=K2B002Q
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Cam switches� 3 
Adaptable sub-assemblies, 12 and 20 A
Bodies (contact blocks + fixing plate)

                                  

Stepping switches (2 to 11 step), single-pole, with “0” position (continued)
Wiring diagram  
and 
switching programme

Switch position Mounting method Reference to  
be completed  
(1)

Weight
kg/lb

8 step + “0”
Front Multi-fixing KpH008QL 0.181/0.399

9 step + “0”
Front By Ø 22 mm/ 

0.87 in. hole
KpI009Q 0.185/0.408

10 step + “0”
Front Multi-fixing KpK010QL 0.211/0.465

By Ø 22 mm/ 
0.87 in. hole

KpK010Q 0.195/0.430
KpK010QX (2) 0.273/0.602

11 step + “0”
Front Multi-fixing KpL011QL 0.231/0.509

(1)	To order a cam switch with thermal current Ith = 12 A, replace the p in the reference by 1. 
Example K1H008Q. 
To order a cam switch with thermal current Ith = 20 A, replace the p in the reference by 2. 
Example K2H008Q.

(2)	Bodies using the Ø 22 mm/0.87 in. hole mounting method that can be fitted with chromium plated metal bezel operating 
heads, type KAXZ1ppp. 

References (continued)� 3 

Kpp0pppX

Kpp0ppp

Kpp0pppL

1
2
3
4

5
6

7
8

9
10

11
12

13
14

15
16

17
18

19
20

21
22

2

3

4

5

6

7

8

9

10

11
1 2 3 4 5 6 7 8 9 10 11

L1

60
1

300

2
3
4
5
6
7
8
9
10
11
12
13
14

90 120 150 180 210

8

9

10

11

240 270 300 330

15
16
17
18
19
20
21
22

2

3

4

5

6

7

240

0 30
60
90

120
150180210

270
300

330

240

0 30
60
90

120
150180210

270
300

240

0 30
60
90

120
150180210

270

240

0 30
60
90

120
150180210

82
15

43
82

15
44

56
06

44

http://eshop.schneider-electric.com/product.aspx?org=21&lang=1&dist=276&prod_id=K1H008Q
http://eshop.schneider-electric.com/product.aspx?org=21&lang=1&dist=276&prod_id=K2H008Q
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Cam switches� 3 
Adaptable sub-assemblies, 12 and 20 A
Bodies (contact blocks + fixing plate)

                            

Stepping switches (2 to 12 step), single-pole, without “0” position
Wiring diagram  
and 
switching programme

Switch position Mounting method Reference to  
be completed
(1)

Weight
kg/lb

2 step
 Front By Ø 22 mm/0.87 in. hole KpB002NX (2) 0.163/0.359

3 step
 Front Multi-fixing KpC003NL 0.121/0.267

By Ø 22 mm/0.87 in. hole KpC003N 0.105/0.231
KpC003NX (2) 0.183/0.403

4 step 
Front Multi-fixing KpD004NL 0.126/0.278

By Ø 22 mm/0.87 in. hole KpD004N 0.110/0.242

5 step 
Front Multi-fixing KpE005N 0.130/0.287

By Ø 22 mm/0.87 in. hole KpE005NX (2) 0.208/0.458

6 step 
Front Multi-fixing KpF006N 0.140/0.309

By Ø 22 mm/0.87 in. hole KpF006NX (2) 0.218/0.481

7 step 
Front Multi-fixing KpG007NL 0.176/0.388

By Ø 22 mm/0.87 in. hole KpG007N 0.160/0.353
KpG007NX (2) 0.238/0.525

8 step
 Front Multi-fixing KpH008NL 0.181/0.399

By Ø 22 mm/0.87 in. hole KpH008N 0.165/0.364

(1)	To order a cam switch with thermal current Ith = 12 A, replace the p in the reference by 1. 
Example K1B002N. 
To order a cam switch with thermal current Ith = 20 A, replace the p in the reference by 2. 
Example K2B002N.

(2)	Bodies using the Ø 22 mm/0.87 in. hole mounting method that can be fitted with chromium plated metal bezel operating heads, 
type KAXZ1ppp. 

References (continued)� 3 

Kpp0pppX

Kpp0ppp

Kpp0pppL

1
2
3
4

5
6

7
8

9
10

11
12

13
14

15
16

2

3

4

5

6

7

8

1 2 3 4 5 6 7 8

L1

90
1

450

2

2
3
4
5
6
7
8
9
10
11
12
13
14

135 180 225 270 315

3

4

5

6

7
15
168

0
45

90

135
180

225

270

0
45

90

135
180

225

270

315

0
45

90

135
180

225

0
45

90

135
180

0
45

90

135

0
45

90

0
4582

15
43

82
15

44
56

06
44

http://eshop.schneider-electric.com/product.aspx?org=21&lang=1&dist=276&prod_id=K1B002N
http://eshop.schneider-electric.com/product.aspx?org=21&lang=1&dist=276&prod_id=K2B002N
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Cam switches� 3 
Adaptable sub-assemblies, 12 and 20 A
Bodies (contact blocks + fixing plate)

                        

Stepping switches (2 to 12 step), single-pole, without “0” position (continued)
Wiring diagram  
and 
switching programme

Switch position Mounting method Reference to  
be completed  
(1)

Weight 
 kg

10 step 
Front Multi-fixing KpK010NL 0.211/0.465

By Ø 22 mm/ 
0.87 in. hole 

KpK010N 0.195/0.430
KpK010NX (2) 0.273/0.602

12 step 
Front Multi-fixing KpM021NL 0.241/0.531

(1)	To order a cam switch with thermal current Ith = 12 A, replace the p in the reference by 1. 
Example K1I009N. 
To order a cam switch with thermal current Ith = 20 A, replace the p in the reference by 2. 
Example K2I009N.

(2)	Bodies using the Ø 22 mm/0.87 in. hole mounting method that can be fitted with chromium plated metal bezel operating 
heads, type KAXZ1ppp. 

References (continued)� 3 

Kpp0pppX

Kpp0ppp

Kpp0pppL

12

1
2
3
4

5
6

7
8

9
10

11
12

13
14

15
16

17
18

19
20

21
22

2

3

4

5

6

7

8

9

10

11

1 2 3 4 5 6 7 8 9 10 11

23
24

12

L1

60
1

300

2
3
4
5
6
7
8
9
10
11
12
13
14

90 120 150 180 210

9

10

11

15
16

12

240 270 300 330

17
18
19
20
21
22
23
24

2

3

4

5

6

7

8

240

0 30
60
90
120

150180210

270

240

0 30
60
90
120

150180210

270
300
330

82
15

43
82

15
44

56
06

44

http://eshop.schneider-electric.com/product.aspx?org=21&lang=1&dist=276&prod_id=K1I009N
http://eshop.schneider-electric.com/product.aspx?org=21&lang=1&dist=276&prod_id=K2I009N
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Cam switches� 3 
Adaptable sub-assemblies, 12 and 20 A
Bodies (contact blocks + fixing plate)

                            

Stepping switches (2 to 6 step), 2-pole, with “0” position
Wiring diagram  
and 
switching programme

Switch position Mounting method Reference to  
be completed  
(1)

Weight
kg/lb

3 step + “0”
Front. By Ø 22 mm/0.87 in. hole KpF013Q 0.140/0.309

KpF013QX (2) 0.218/0.481

4 step + “0”
Front By Ø 22 mm/0.87 in. hole KpH014Q 0.165/0.364

6 step + “0”
Front Multi-fixing KpM016QL 0.241/0.531

By Ø 22 mm/0.87 in. hole KpM016Q 0.225/0.496

(1)	To order a cam switch with thermal current Ith = 12 A, replace the p in the reference by 1. 
Example K1D012Q. 
To order a cam switch with thermal current Ith = 20 A, replace the p in the reference by 2. 
Example K2D012Q.

(2)	Bodies using the Ø 22 mm/0.87 in. hole mounting method that can be fitted with chromium plated metal bezel operating 
heads, type KAXZ1ppp. 
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Cam switches� 3 
Adaptable sub-assemblies, 12 and 20 A
Bodies (contact blocks + fixing plate)

                             

Stepping switches (2 to 6 step), 2-pole, without “0” position
Wiring diagram  
and 
switching programme

Switch position Mounting method Reference to  
be completed  
(1)

Weight
kg/lb

3 step 
Front By Ø 22 mm/0.87 in. hole KpF013N 0.140/0.309

4 step
 Front Multi-fixing KpH014N 0.165/0.364

By Ø 22 mm/0.87 in. hole KpH014NX (2) 0.243/0.536

5 step
 Front By Ø 22 mm/0.87 in. hole KpK015N 0.195/0.430

6 step 
Front Multi-fixing KpM016NL 0.241/0.531

By Ø 22 mm/0.87 in. hole KpM016N 0.225/0.496

(1)	To order a cam switch with thermal current Ith = 12 A, replace the p in the reference by 1. 
Example K1D012N. 
To order a cam switch with thermal current Ith = 20 A, replace the p in the reference by 2. 
Example K2D012N.

(2)	Bodies using the Ø 22 mm/0.87 in. hole mounting method that can be fitted with chromium plated metal bezel operating 
heads, type KAXZ1ppp. 
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Cam switches� 3 
Adaptable sub-assemblies, 12 and 20 A
Bodies (contact blocks + fixing plate)

                         

Stepping switches (2 to 6 step), 3-pole, with “0” position
Wiring diagram Switching 

programme
Switch position Mounting method Reference to  

be completed  
(1)

Weight
kg/lb

2 step + “0”
Front By Ø 22 mm/ 

0.87 in. hole 
KpF022Q 0.140/0.309

4 step + “0”
Front Multi-fixing

 
KpM024QL 0.241/0.531

5 step + “0”
Front Multi-fixing KpP025QL 0.286/0.630

By Ø 22 mm/ 
0.87 in. hole 

KpP025Q 0.270/0.595

6 step + “0”
Front By Ø 22 mm/ 

0.87 in. hole
KpS026Q 0.305/0.672

(1)	To order a cam switch with thermal current Ith = 12 A, replace the p in the reference by 1. 
Example K1F022Q. 
To order a cam switch with thermal current Ith = 20 A, replace the p in the reference by 2. 
Example K2F022Q.

(2)	Bodies using the Ø 22 mm/0.87 in. hole mounting method that can be fitted with chromium plated metal bezel operating 
heads, type KAXZ1ppp. 
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Cam switches� 3 
Adaptable sub-assemblies, 12 and 20 A
Bodies (contact blocks + fixing plate)

                           

Stepping switches (2 to 6 step), 3-pole, without “0” position
Wiring diagram Switching 

programme
Switch position Mounting method Reference to  

be completed  
(1)

Weight
kg/lb

2 step
Front By Ø 22 mm/ 

0.87 in. hole
KpF022N 0.140/0.309

3 step
 Front By Ø 22 mm/ 

0.87 in. hole
KpI023N 0.185/0.408

4 step 
Front By Ø 22 mm/ 

0.87 in. hole
KpM024N 0.225/0.496
KpM024NX (2) 0.303/0.668

5 step
 Front By Ø 22 mm/ 

0.87 in. hole
KpP025N 0.270/0.595

(1)	To order a cam switch with thermal current Ith = 12 A, replace the p in the reference by 1. 
Example K1F022N. 
To order a cam switch with thermal current Ith = 20 A, replace the p in the reference by 2. 
Example K2F022N.

(2)	Bodies using the Ø 22 mm/0.87 in. hole mounting method that can be fitted with chromium plated metal bezel operating 
heads, type KAXZ1ppp. 
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Cam switches� 3 
Adaptable sub-assemblies, 12 and 20 A
Bodies (contact blocks + fixing plate)

                           

Stepping switches (2 to 5 step), 4-pole, with “0” position
Wiring diagram Switching 

programme
Switch position Mounting method Reference to  

be completed  
(1)

Weight
kg/lb

3 step + “0”
Front Multi-fixing KpM033QL 0.241/0.531

4 step + “0”
Front By Ø 22 mm/ 

0.87 in. hole
KpQ034Q 0.280/0.617

(1)	To order a cam switch with thermal current Ith = 12 A, replace the p in the reference by 1. 
Example K1H032Q. 
To order a cam switch with thermal current Ith = 20 A, replace the p in the reference by 2. 
Example K2H032Q.
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Cam switches� 3 
Adaptable sub-assemblies, 12 and 20 A
Bodies (contact blocks + fixing plate)

                            

Stepping switches (2 to 5 step), 4-pole, without “0” position
Wiring diagram Switching 

programme
Switch position Mounting method Reference to  

be completed  
(1)

Weight
kg/lb

3 step
 Front By Ø 22 mm/ 

0.87 in. hole
KpM033N 0.225/0.496

4 step
 Front By Ø 22 mm/ 

0.87 in. hole
KpQ034N 0.280/0.617

(1)	To order a cam switch with thermal current Ith = 12 A, replace the p in the reference by 1. 
Example K1H032N. 
To order a cam switch with thermal current Ith = 20 A, replace the p in the reference by 2. 
Example K2H032N.
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Cam switches� 3 
Adaptable sub-assemblies, 12 and 20 A
Bodies (contact blocks + fixing plate)

                                 

Stepping switches (2 and 3 step), with “0” position + left-hand position
Wiring diagram Switching 

programme
Switch position Mounting method Reference to  

be completed
(1)

Weight
kg/lb

1-pole: 2 step to right + 1 step to left
Front Multi-fixing KpC002L 0.105/0.231

1-pole: 3 step to right + 1 step to left
Front Multi-fixing KpD003L 0.110/0.242

2-pole: 2 step to right + 1 step to left
Front Multi-fixing KpF012LL 0.156/0.344

2-pole: 3 step to right + 1 step to left
Front Multi-fixing KpH013L 0.165/0.364

3-pole: 3 step to right + 1 step to left
Front Multi-fixing KpM023L 0.225/0.496

(1)	To order a cam switch with thermal current Ith = 12 A, replace the p in the reference by 1. 
Example K1C022Q. 
To order a cam switch with thermal current Ith = 20 A, replace the p in the reference by 2. 
Example K2C022Q. 
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Cam switches� 3 
Adaptable sub-assemblies, 12 and 20 A
Bodies (contact blocks + fixing plate)

                                                      

Reversing switches with “0” position
Wiring diagram Switching 

programme
Switch position Mounting method Reference to  

be completed  
(1)

Weight
kg/lb

2-pole
Front Multi-fixing KpD002WL 0.126/0.278

By Ø 22 mm/ 
0.87 in. hole

KpD002W 0.110/0.242

3-pole
Front Multi-fixing KpE003WL 0.146/0.322

By Ø 22 mm/ 
0.87 in. hole

KpE003W 0.130/0.287
KpE003WX (2) 0.208/0.458

Reversing switches with spring return from 330° and from 30° to “0” position
Wiring diagram Switching 

programme
Switch position Mounting method Reference to 

be completed 
(1)

Weight
kg/lb

3-pole
Front Multi-fixing KpE023WL 0.146/0.322

By Ø 22 mm/ 
0.87 in. hole

KpE023W 0.130/0.287

(1)	To order a cam switch with thermal current Ith = 12 A, replace the p in the reference by 1. 
Example K1D002W.   
To order a cam switch with thermal current Ith = 20 A, replace the p in the reference by 2. 
Example K2D002W.

(2)	Bodies using the Ø 22 mm/0.87 in. hole mounting method that can be fitted with chromium plated metal bezel operating 
heads, type KAXZ1ppp. 
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Cam switches� 3 
Adaptable sub-assemblies, 12 and 20 A
Bodies (contact blocks + fixing plate)

                                                     

Pole change switches for 2-speed motors
Wiring diagram Switching 

programme
Switch position Mounting method Reference to 

be completed  
(1) 

Weight
kg/lb

For motors with 2 separate windings
Front By Ø 22 mm/ 

0.87 in. hole
KpF001P 0.140/0.309

For motors with 2 separate windings, with centre “0” position
Front By Ø 22 mm/ 

0.87 in. hole
KpF002P 0.140/0.309

For motors with tapped “Dahlander” windings
Front By Ø 22 mm/ 

0.87 in. hole
KpH004P 0.165/0.364

(1)	To order a cam switch with thermal current Ith = 12 A, replace the p in the reference by 1. 
Example K1F001P.   
To order a cam switch with thermal current Ith = 20 A, replace the p in the reference by 2. 
Example K2F001P.
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Cam switches� 3 
Adaptable sub-assemblies, 12 and 20 A
Bodies (contact blocks + fixing plate)

                                                     

Pole change switches for 2-speed motors (continued)
Wiring diagram Switching 

programme
Switch position Mounting method Reference to  

be completed  
(1)

Weight
kg/lb

For motors with tapped “Dahlander” windings, with centre “0” position
Front Multi-fixing KpH005PL 0.181/0.399

By Ø 22 mm/ 
0.87 in. hole

KpH005P 0.165/0.364

Reversing pole change switches for 2-speed motors
Wiring diagram Switching 

programme
Switch position Mounting method Reference to 

be completed  
(1) 

Weight
kg/lb

For motors with 2 separate windings, with centre “0” position
Front By Ø 22 mm/ 

0.87 in. hole
KpK008P 0.195/0.430

For motors with tapped “Dahlander” windings, with centre “0” position
Front Multi-fixing KpM009PL 0.241/0.531

By Ø 22 mm/ 
0.87 in. hole

KpM009P 0.225/0.496

(1)	To order a cam switch with thermal current Ith = 12 A, replace the p in the reference by 1. 
Example K1H005P.   
To order a cam switch with thermal current Ith = 20 A, replace the p in the reference by 2. 
Example K2H005P. 

References (continued)� 3 

Kpp0ppp

Kpp0pppL

1
2
3
4
5
6
7
8
9

10
11
12
13
14
15
16

L1 L2 L3

1U

2U 2W

1W 2V 1V

60
1
2
3
4

0300

5
6
7
8
9

10
11
12
13
14
15
16

0
60300

0
60300

240 120

0
1
2
3
4

300240

5
6
7
8
9

10
11
12
13
14
15
16

60 120

17
18
19
20

1
2
3
4
5
6
7
8
9

10
11
12

L1 L2 L3

1U

1W 1V

2U

2W 2V

13
14
15
16
17
18
19
20

1
2
3
4
5
6
7
8
9

10
11
12
13
14
15
16

L1 L2 L3

1U

2U 2W

1W

2V

1V

17
18
19
20
21
22
23
24

0
1
2
3
4

300240

5
6
7
8
9

10
11
12
13
14
15
16

60 120

17
18
19
20
21
22
23
24

0
60300

240 120

82
15

43
82

15
44

http://eshop.schneider-electric.com/product.aspx?org=21&lang=1&dist=276&prod_id=K1H005P
http://eshop.schneider-electric.com/product.aspx?org=21&lang=1&dist=276&prod_id=K2H005P












http://eshop.schneider-electric.com/product.aspx?org=21&lang=1&dist=276&prod_id=KZ16


http://eshop.schneider-electric.com/product.aspx?org=21&lang=1&dist=276&prod_id=KZ141
http://eshop.schneider-electric.com/product.aspx?org=21&lang=1&dist=276&prod_id=KZ27H
















75

General� 3 

The range of K30 to K150 cam switches (32 to 150 A ratings) comprises only 
complete switches. 
These products are more specifically designed for direct control of simple machines.

Complete switches Front mounting

b	 switches
b	 stepping switches
b	 changeover switches
b	 voltmeter switches
b	 ammeter switches
b	 starting switches

By 4 holes By 4 holes
with 64 x 64 mm/2.52 x 2.52 in. front plate with 88 x 88 mm/3.46 x 3.46 in. front plate
32 to 63 A ratings 115 to 150 A ratings
K30, K50 and K63 K115 and K150

“Multi-fixing” mounting Rear mounting

By 4 holes on 48 mm/1.89 in. centres By 4 holes on 68 mm/2.68 in. centres
32 to 63 A ratings 115 to 150 A ratings
K30, K50 and K63 K115 and K150

  

Cam switches� 3 
Complete switches, 32 to 150 A
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	For Ø 22 mm hole mounting heads with chromium plated metal bezel
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	Complete switches, 12 A with key operated lock
	Front mounting by 6 screws Ø 5.2 mm, with 55 x 100mm front plate
	Stepping switches, 2 to 5 step
	Changeover switches


	Switches, 10 and 16 A, mounted in plastic enclosure
	OFF-ON switches
	Complete switches, 32 to 150 A
	General
	With 64 x 64 mm front plate (32 to 63 A ratings) and 88 x 88 mm front plate(115 and 150 A ratings)
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